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ΠΑΡΑΡΤΗΜΑ ΠΡΩΤΟ 
ΤΗΣ ΕΠΙΣΗΜΗΣ ΕΦΗΜΕΡΙΔΑΣ ΤΗΣ ΔΗΜΟΚΡΑΤΙΑΣ 

Αρ. 2063 της 11ης ΙΟΥΛΙΟΥ 1985 
ΝΟΜΟΘΕΣΙΑ 

Ο περί της Διεθνούς Συμβάσεως περί Ασφάλειας της Ανθρώπινης. Ζωής στη 
Θάλασσα του 1974, του Πρωτοκόλλου αυτής του 1978 και των Αποφάσεων 
MSCl(XLV) και MSC2(XLV) του 1981 (Κυρωτικός) και περί Συναφών Θεμάτων 
Νόμος του 1985 εκδίδεται διό δημοσιεύσεως εις την επίσημον εφημερίδα της 
Κυπριακής Δημοκρατίας συμφώνως τω άρθρω 52 του Συντάγματος. 

Αριθμός 77 του 1985 

ΝΟΜΟΣ ΕΠΙΚΥΡΩΝ ΤΗ ΔΙΕΘΝΗ ΣΥΜΒΑΣΗ ΠΕΡΙ ΤΗΣ ΑΣΦΑ­

ΛΕΙΑΣ ΤΗΣ ΑΝΘΡΩΠΙΝΗΣ ΖΩΗΣ ΣΤΗ ΘΑΛΑΣΣΑ ΤΟΥ 
1974, ΤΟ ΠΡΩΤΟΚΟΛΛΟ ΑΥΤΗΣ ΤΟΥ 1978 ΚΑΙ ΤΙΣ 
ΤΡΟΠΟΠΟΙΗΣΕΙΣ ΑΥΤΩΝ ΜΕ ΤΙΣ ΑΠΟΦΑΣΕΙΣ MSC1 
(XLV) ΚΑΙ MSC2(XLV) ΤΟΥ 1981 ΚΑΙ ΠΡΟΝΟΩΝ ΠΕΡΙ 
ΣΥΝΑΦΩΝ ΘΕΜΑΤΩΝ. 

Προοίμιο. ΕΠΕΙΔΗ την 1η Νοεμβρίου 1974 υπεγράφη στο Λονδίνο η 
Διεθνής Σύμβαση περί της Ασφάλειας της Ανθρώπινης Ζωής στη 
Θάλασσα, τη 17η Φεβρουαρίου 1978 υπεγράφη, επίσης στο Λονδίνο, 
Πρωτόκολλο προς βελτίωση και συμπλήρωση των προνοιών της 
κατά τα ανωτέρω Διεθνούς Συμβάσεως,* τη δε 20ή Νοεμβρίου 1981 
υπεγράφησαν, επίσης στο Λονδίνο, για περαιτέρω βελτίωση του 
επιπέδου ασφάλειας των πλοίων, οι υπό στοιχεία MSCl(XLV) και 
MSC2(XLV) Αποφάσεις της 45ης Συνόδου της Επιτροπής Ναυτικής 
Ασφάλειας του Διεθνούς Ναυτιλιακού Οργανισμού, που τέθησαν σε 
ισχύ διεθνώς την 1η Σεπτεμβρίου 1984, 

ΚΑΙ ΕΠΕΙΔΗ σΤο άρθρο IX της Συμβάσεως και στο άρθρο IV του 
Πρωτοκόλλου προνοείται ότι θα επιτρέπεται σε Κράτος που δεν 
υπέγραψε αρχικά τη Σύμβαση και το Πρωτόκολλο, να προσχωρήσει 
εις αυτά, οποτεδήποτε μετά την έναρξη ισχύος της Συμβάσεως και 
του Πρωτοκόλλου, με την κατάθεση γραπτής δηλώσεως στο Διεθνή 
Ναυτιλιακό Οργανισμό, 

(.1133) 
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Συνοπτικός 
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Κύρωση. 

Πίνακας 
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Μέρος II 

' Εκταση 
εφαρμογής. 

νρμόδια 

ΚΑΙ ΕΠΕΙΔΗ η Κυβέρνηση της Δημοκρατίας με την υπ' αρ. 
25.066 και η με ρ. 18 Οκτωβρίου, 1984 απόφαση του Υπουργικού 
Συμβουλίου απεφάσισε να προσχωρήσει στη Σύμβαση και στο 
Πρωτόκολλο και να αποδεχθεί τις Αποφάσεις MSCl(XLV) και 
MSC2(XLV), 

ΓΙΑ ΤΟΥΣ ΛΟΓΟΥΣ ΑΥΤΟΥΣ η Βουλή των Αντιπροσώπων 
ψηφίζει τα ακόλουθα: Λ> 

1. Ο παρών Νόμος θα αναφέρεται ως ο περί της Διεθνούς 
Συμβάσεως περί Ασφάλειας της Ανθρώπινης Ζωής στη Θάλασσα του 
1974, του Πρωτοκόλλου αυτής του 1978 και των Αποφάσεων 
MSCl(XLV) και MSC2(XLV) του 1981 (Κυρωτικός) και περί 
Συναφών Θεμάτων Νόμος του 1985. 

2.—(1) Κατά την έννοια του παρόντος Νόμου: 
«Αποφάσεις» σημαίνει τις τροποποιήσεις της Συμβάσεως και 

του Πρωτοκόλλου, που υπεγράφησαν στο Λονδίνο την 20ή 
Νοεμβρίου 1981 από την 45η Σύνοδο της Επιτροπής Ναυτικές 
Ασφάλειας του Διεθνούς Ναυτιλιακού Οργανισμού, ως Αποφάσεις 
MSCl(XLV) και MSC2(XLV)· 

«Δημοκρατία» σημαίνει την Κυπριακή Δημοκρατία· 
«Πρωτόκολλο» σημαίνει το Πρωτόκολλο που αφορά στη 

Σύμβαση και υπεγράφη στο Λονδίνο τη 17η Φεβρουαρίου 1978, 
και περιλαμβάνει τα συνημμένα στο Πρωτόκολλο Παράρτημα, 
Κανονισμούς και Προσάρτημα· 

«Σύμβαση» σημαίνει τη Διεθνή Σύμβαση περί Ασφάλειας της 
Ανθρώπινης Ζωής στη Θάλασσα, που υπεγράφη στο Λονδίνο την 
1η Νοεμβρίου 1974 και περιλαμβάνει τα συνημμένα στη Σύμβαση 
Παράρτημα, Κανονισμούς και Προσάρτημα­

«Υπουργός» σημαίνει τον Υπουργό Συγκοινωνιών και Έργων. 
(2) Όροι , που στον παρόντα Νόμο χρησιμοποιούνται χωρίς να 

καθορίζονται διαφορετικά, έχουν την έννοια που προσδίδουν στους 
ίδιους όρους η Σύμβαση, το Πρωτόκολλο και οι Αποφάσεις. 

3.—(1) Με τον παρόντα Νόμο κυρώνονται η Σύμβαση, το Πρωτό­

κολλο και οι Αποφάσεις. 
(2) Τα κείμενα της Συμβάσεως, του Πρωτοκόλλου και των 

Αποφάσεων εκτίθενται σε πρωτότυπο στην αγγλική στο Μέρος Ι του 
Πίνακα και σε μετάφραση στην ελληνική στο Μέρος II του Πίνακα: 

Νοείται ότι σε περίπτωση αντίθεσης μεταξύ του εις την αγγλική 
πρωτότυπου κειμένου και του εις την ελληνική μετάφραση κειμένου, 
κατισχύει το εις την αγγλική πρωτότυπο κείμενο. 

4. Η εφαρμογή του παρόντος Νόμου εκτείνεται επί πλοίων που 
υπάγονται στις πρόνοιες της Συμβάσεως, του Πρωτοκόλλου και των 
Αποφάσεων και των εις εκτέλεση αυτών Κανονισμών, Κυπριακών 
μεν οπουδήποτε ευρισκομένων, αλλοδαπών δε, εφ'όσον αυτά ευρί­

σκονται στα χωρικά ύδατα της Δημοκρατίας, ανεξάρτητα αν οι 
χώρες των οποίων φέρουν τη σημαία, μετέχουν ή μη στη Σύμβαση, 
το Πρωτόκολλο και τις Αποφάσεις. 

5. Αρμόδια Αρχή για την εφαρμογή των προνοιών του παρόντος 
Νόμου, της Συμβάσεως, του Πρωτοκόλλου και των Αποφάσεων και 
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των εις εκτέλεση αυτών Κανονισμών, για τη χορήγηση των 
επιτρεπομένων από τις πρόνοιες αυτές εξαιρέσεων και απαλλαγών, 
για τη βεβαίωση παραβάσεων και την επιβολή κυρώσεων, είναι ο 
Υπουργός και οι από τον Υπουργό ειδικά κατά περίπτωση εξουσιο­

δοτηθέντες. 
6. Με απόφαση του Υπουργού που δημοσιεύεται στην επίσημη 

εφημερίδα της Δημοκρατίας επιτρέπεται η έγκριση ισοδύναμων 
ρυθμίσεων, περί των οποίων προνοεί ο Κανονισμός 5(α) του Μέρους 
Α του Κεφαλαίου Ι της Συμβάσεως. 

7.—(1) Απαγορεύεται, από της ενάρξεως της ισχύος του παρόντος 
Νόμου, ο απόπλους πλοίων Κυπριακών ή αλλοδαπών, που υπάγονται 
στις πρόνοιες του.παρόντος Νόμου, εφ' όσον τα πλοία δεν πληρούν 
τους όρους τους οριζόμενους στη Σύμβαση, το Πρωτόκολλο και τις 
Αποφάσεις και τους εις εκτέλεση αυτών Κανονισμούς. 

(2) Αν κατά την επιθεώρηση πλοίου η Αρμόδια Αρχή διαπιστώσει 
παράβαση των προνοιών του παρόντος Νόμου, της Συμβάσεως, του 
Πρωτοκόλλου, των Αποφάσεων και των εις εκτέλεση αυτών Κανο­

νισμών, προβαίνει σε βεβαίωση της παραβάσεως, συντάσσει σχετική 
έκθεση, καλεί τον πλοίαρχο σε απολογία και απαγορεύει τον 
απόπλουν του πλοίου μέχρις ότου αποκατασταθεί η αιτία που 
επηρεάζει την ικανότητα του προς ασφαλή πλουν και, εφ' όσον 
συντρέχει περίπτωση, καταβληθεί χρηματική ποινή κατά τα ορι­

ζόμενα στο επόμενο άρθρο. 
(3) Τα έξοδα επιθεωρήσεως του πλοίου για βεβαίωση της απο­

καταστάσεως της ικανότητας του πλοίου προς ασφαλή πλουν 
βαρύνουν το πλοίο και καταβάλλονται προ της άρσεως της 
απαγορεύσεως του απόπλου. 

8.—(1) Παράβαση των προνοιών του παρόντος Νόμου, της 
Συμβάσεως, του Πρωτοκόλλου, των Αποφάσεων και των εις εκτέ­

λεση αυτών Κανονισμών τιμωρείται, ανεξάρτητα αν συντρέχει 
περίπτωση ποινικής ή πειθαρχικής ευθύνης δυνάμει άλλης νομικής 
πρόνοιας, με χρηματική ποινή από εκατόν μέχρι και πέντε χιλιάδων 
λιρών, ανάλογα με τη βαρύτητα της βεβαιούμενης παραβάσεως. 

(2) Η χρηματική ποινή επιβάλλεται στον πλοιοκτήτη, ή στον 
έχοντα την εκμετάλλευση του πλοίου, ή στον πλοίαρχο, με αιτιο­

λογημένη απόφαση της Αρμόδιας Αρχής που βεβαιώνει την παρά­

βαση. Το ύψος της κατά περίπτωση επιβαλλόμενης ποινής θα 
καθορίζεται ενδεικτικά σε οδηγίες του Υπουργού, στις οποίες θα 
περιέχονται οι βασικές παραβάσεις μαζί με τις αναλογούσες 
χρηματικές ποινές, χωρίς τούτο να περιορίζει, μέσα στα πλαίσια των 
οδηγιών, τη διακριτική ευχέρεια της Αρμόδιας Αρχής που βεβαιώνει 
τη συγκεκριμένη παράβαση να αποφασίζει ελεύθερα, με βάση τα 
κατά περίπτωση πραγματικά περιστατικά. 

(3) Η Αρμόδια Αρχή κοινοποιεί στον πλοίαρχο την περί επιβολής 
χρηματικής ποινής απόφαση της και δεν επιτρέπει άρση της κατά το 
προηγούμενο άρθρο απαγορεύσεως απόπλου, μέχρις ότου καταβληθεί 
η χρηματική ποινή ή κατατεθεί τραπεζική εγγύηση ίσου ποσού, 
αναγνωρισμένης τράπεζας και με όρους ικανοποιούντας την Αρμόδια 
Αρχή. 
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(4) Κατά της αποφάσεως περί επιβολής χρηματικής ποινής 
επιτρέπεται η άσκηση προσφυγής ενώπιον του Υπουργού. Η 
προσφυγή ενώπιον του Υπουργού ασκείται σε προθεσμία τριάντα 
ημερών από της κοινοποιήσεως της αποφάσεως, προκειμένου περί 
παραβάσεως βεβαιούμενης σε λιμένα της Δημοκρατίας, ή εξήντα 
ημερών, προκειμένου περί παραβάσεως βεβαιούμενης σε λιμένα της 
αλλοδαπής. 

(5) Η κατά το εδάφιο (4) προσφυγή δεν αναστέλλει την εκτέλεση 
της αποφάσεως. 

(6) Το ποσό της χρηματικής ποινής ή η τραπεζική εγγύηση 
καταπίπτει και περιέρχεται οριστικά στη Δημοκρατία, αν περάσει 
άπρακτη η προς άσκηση προσφυγής ενώπιον του Ανωτάτου Δικα­

στηρίου προθεσμία των εβδομήντα πέντε ημερών από της κοινο­

ποιήσεως της αποφάσεως περί επιβολής της χρηματικής ποινής ή, 
σε περίπτωση που κατά το εδάφιο (4) ασκείται προσφυγή ενώπιον 
του Υπουργού, από της κοινοποιήσεως της επί της προσφυγής 
αποφάσεως του Υπουργού. 

9. Διαπράττει αδίκημα, τιμωρούμενο με φυλάκιση μέχρι δύο ετών, 
ή με χρηματική ποινή μέχρι πέντε χιλιάδων λιρών, ή και με τις δύο 
ποινές, ο πλοίαρχος που επιχειρεί τον απόπλουν πλοίου κατά 
παράβαση απαγορεύσεως απόπλου που επεβλήθη στο πλοίο κατά τις 
πρόνοιες του παρόντος Νόμου. Το αυτό αδίκημα διαπράττει ο 
πλοιοκτήτης, ο έχων την εκμετάλλευση, ο πράκτορας του πλοίου, ή 
οποιοσδήποτε άλλος που εν γνώσει της απαγορεύσεως συμπράττει ή 
συνδράμει στην τέλεση του κατά το παρόν άρθρο αδικήματος. 

10. Ανεξάρτητα από τις πρόνοιες οποιουδήποτε άλλου Νόμου, η 
κατά το άρθρο 8 ή κατά το άρθρο 9 επιβαλλόμενη χρηματική ποινή, 
συνιστά επιβάρυνση επί του πλοίου σχετικά προς το οποίο 
διεπιστώθη η παράβαση ή, ανάλογα με την περίπτωση, διεπράχθη το 
αδίκημα. 

11. Το Υπουργικό Συμβούλιο έχει εξουσία να εκδίδει Κανονι­

σμούς: 
(α) προς ρύθμιση οποιουδήποτε θέματος που κατά τον 

παρόντα Νόμο, τη Σύμβαση, το Πρωτόκολλο και τις 
Αποφάσεις χρήζει ή είναι δεκτικό καθορισμού· 

(β) προς πρόβλεψη ανάλογης εφαρμογής των προνοιών της 
Συμβάσεως, του Πρωτοκόλλου και των Αποφάσεων επί 
Κυπριακών πλοίων μη υπαγομένων στις πρόνοιες αυτές 
κατά το μέτρο που ανάλογη εφαρμογή είναι εφικτή· και 

(γ) προς καθορισμό ποινής φυλακίσεως μέχρι δύο ετών ή 
χρηματικής ποινής μέχρι πέντε χιλιάδων λιρών ή και των 
δύο ποινών για τα προνοούμενα στους Κανονισμούς 
ποινικά αδικήματα. 

12. Ο παρών Νόμος θα τεθεί σε ισχύ μετά παρέλευση έξι μηνών 
από της δημοσιεύσεως του στην επίσημη εφημερίδα της Δημο­

κρατίας. 
13. Από της ενάρξεως της ισχύος του παρόντος Νόμου καταρ­

γούνται οι περί της Συμβάσεως περί της Ασφαλείας της Ανθρωπινής 
Ζωής εν Θαλασσή (Κυρωτικοί) Νόμοι του 1965 έως 1982. 



1137 

ΠΙΝΑΚΑΣ 
< Άρθρο 3) 
ΜΕΡΟΣ Ι 

INTERNATIONAL· CONVENTION FOR THE 
SAFETY OF LIFE AT SEA, 1974 

THE CONTRACTING GOVERNMENTS, 

BEING DESIROUS of promoting safety of life at sea by establishing in 
common agreement uniform principles and rules directed thereto, 

CONSIDERING that this end may best be achieved by the conclusion 
of a Convention to replace the International Convention for the Safety of Life 
at Sea, 1960, taking account of developments since that Convention was con­
cluded, 

HAVE AGREED as follows: 

ARTICLE I 

General Obligations under the Convention 

(a) The Contracting Governments undertake to give effect to the provisions of 
the present Convention and the Annex thereto, which shall constitute an integral 
part of the present Convention. Every reference to the present Convention 
constitutes at the same time a reference to the Annex. 

(b) The Contracting Governments undertake to promulgate all laws, decrees, 
orders and regulations and to take all other steps which may be necessary to 
give the present Convention full and complete effect, so as to ensure that, from 
the point of view of safety of life, a ship is fit for the service for which it is 
intended. 

ARTICLE Π 

Application 

The present Convention shall apply to ships entitled to fly the flag of 
States the Governments of which are Contracting Governments. 

ARTICLE ΙΠ 

Laws, Regulations 

The Contracting Governments undertake to communicate to and deposit 
with the Secretary­General of the Inter­Governmental Maritime Consultative 
Organization (hereinafter referred to as "the Organization"): 

(a) a list of non­governmental agencies which are authorized to act in their 
behalf in the administration of measures for safety of life at sea for circulation to 
the Contracting Governments for the information of their officers; 
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(b) the text of laws, decrees, orders and regulations which shall have been 
promulgated on the various matters within the scope of the present Con­
vention; 
(c) a sufficient number of specimens of their Certificates issued under the 
provisions of the present Convention for circulation to the Contracting Govern­
ments for the information of their officers. 

ARTICLE IV 

Cases of Force Majeure 

(a) A ship, which is not subject to the provisions of the present Convention at 
the time of its departure on any voyage, shall not become subject to the provisions 
of the present Convention on account of any deviation from its intended voyage 
due to stress of weather or any other cause of force majeure. 

(b) Persons who are on board a ship by reason of force majeure or in conse­
quence of the obligation laid upon the master to carry shipwrecked or other 
persons shall not be taken into account for the purpose of ascertaining the 
application to a ship of any provisions of the present Convention. 

ARTICLE V 

Carriage of Persons in Emergency 

(a) For the purpose of evacuating persons in order to avoid a threat to the 
security of their lives a Contracting Government may permit the carriage of a 
larger number of persons in its ships than is otherwise permissible under the 
present Convention. 

(b) Such permission shall not deprive other Contracting Governments of 
any right of control under the present Convention over such ships which come 
within their ports. 

(c) Notice of any such permission, together with a statement of the circum­
stances, shall be sent to the Secretary-General of the Organization by the 
Contracting Government granting such permission. 

ARTICLE VI 

Prior Treaties and Conventions 

(a) As between the Contracting Governments, the present Convention replaces 
and abrogates the International Convention for the Safety of Life at Sea which 
was signed in London on 17 June 1960. 

(b) All other treaties, conventions and arrangements relating to safety of life 
at sea, or matters appertaining thereto, at present in force between Governments 
parties to the present Convention shall continue to have full and complete effect 
during the terms thereof as regards: 
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(i) ships to which the present Convention does not apply; 
(ii) ships to which the present Convention applies, in respect of matters 

for which it has not expressly provided. 

(c) To the extent, however, that such treaties, conventions or arrangements 
conflict with the provisions of the present Convention, the provisions of the 
present Convention shall prevail. 

(d) All matters which are not expressly provided for in the present Con­
vention remain subject to the legislation of the Contracting Governments. 

ARTICLE Vn 

Special Rules drawn up by Agreement 

When in accordance with the present Convention special rules are drawn 
up by. agreement between all or some of the Contracting Governments, such 
rules shall be communicated to the Secretary-General of the Organization for 
circulation to all Contracting Governments. 

ARTICLE Vm 

Amendments 

(a) The present Convention may be amended by either of the procedures 
specified in the following paragraphs. 

(b) Amendments after consideration within the Organization: 
(i) Any amendment proposed by a Contracting Government shall be 

submitted to the Secretary-General of the Organization, who shall 
then circulate it to all Members of the Organization and all Con­
tracting Governments at least six months prior to its consideration. 

(ii) Any amendment proposed and circulated as above shall be referred 
to the Maritime Safety Committee of the Organization for con­
sideration. 

(iii) Contracting Governments of States, whether or not Members of 
the Organization, shall be entitled to participate in the proceedings 
of the Maritime Safety Committee for the consideration and 
adoption of amendments. 

(iv) Amendments shall be adopted by a two-thirds majority of the 
Contracting Governments present and voting in the Maritime 
Safety Committee expanded as provided for in sub-paragraph (iii) 
of this paragraph (hereinafter referred to as "the expanded Mari­
time Safety Committee") on condition that at least one-third of the 
Contracting Governments shall be present at the time of voting. 

(v) Amendments adopted in accordance with sub-paragraph (iv) of 
this paragraph shall be communicated by the Secretary-General 
of the Organization to all Contracting Governments for acceptance. 
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(vi) (1) An amendment to an Article of the Convention or to Chapter I 

of the Annex shall be deemed to have been accepted on the 
date on which it is accepted by two-thirds of the Contracting 
Governments. 

(2) An amendment to the Annex other than Chapter I shall be 
deemed to have been accepted: 
(aa) at the end of two years from the date on which it 

is communicated to Contracting Governments for 
acceptance; or 

(bb) at the end of a different period, which shall not be less 
than one year, if so determined at the time of its adoption 
by a two-thirds majority of the Contracting Govern­
ments present and voting in the expanded Maritime 
Safety Committee. 

However, if within the specified period either more than one-
third of Contracting Governments, or Contracting Govern­
ments the combined merchant fleets of which constitute not less 
than fifty per cent of the gross tonnage of the world's merchant 
fleet, notify the Secretary-General of the Organization that they 
object to the amendment, it shall be deemed not to have been 
accepted. 

An amendment to an Article of the Convention or to Chapter I 
of the Annex shall enter into force with respect to those 
Contracting Governments which have accepted it, six months 
after the date on which it is deemed to have been accepted, and 
with respect to each Contracting Government which accepts 
it after that date, six months after the date of that Contracting 
Government's acceptance. 
An amendment to the Annex other than Chapter I shall enter 
into force with respect to all Contracting Governments, 
except those which have objected to the amendment under 
sub-paragraph (vi)(2) of this paragraph and which have not 
withdrawn such objections, six months after the date on which 
it is deemed to have been accepted. However, before the date 
set for entry into force, any Contracting Government may give 
notice to the Secretary-General of the Organization that it 
exempts itself from giving effect to that amendment for a 
period not longer than one year from the date of its entry into 
force, or for such longer period as may be determined by a 
two-thirds majority of the Contracting Governments present 
and voting in the expanded Maritime Safety Committee at the 
time of the adoption of the amendment. 

(c) Amendment by a Conference: 
(i) Upon the request of a Contracting Government concurred in by at 

least one-third of the Contracting Governments, the Organization 
shall convene a Conference of Contracting Governments to con­
sider amendments to the present Convention. 

(ii) Every amendment adopted by such a Conference by a two-thirds 
majority of the Contracting Governments present and voting shall 

(vii) (1) 

(2) 
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be communicated by the Secretary-General of the Organization to 
all Contracting Governments for acceptance. 

(iii) Unless the Conference decides otherwise, the amendment shall be 
deemed to have been accepted and shall enter into force in accord­
ance with the procedures specified in sub-paragraphs (b)(vi) and 
(b)(vii) respectively of this Article, provided that references in these 
paragraphs to the expanded Maritime Safety Committee shall be 
taken to mean references to the Conference. 

(d) (i) A Contracting Government which has accepted an amendment to 
the Annex which has entered into force shall not be obliged to extend 
the benefit of the present Convention in respect of the certificates 
issued to a ship entitled to fly the flag of a State the Government of 
which, pursuant to the provisions of sub-paragraph (b)(vi)(2) of this 
Article, has objected to the amendment and has not withdrawn such 
an objection, but only to the extent that such certificates relate to 
matters covered by the amendment in question. 

(ii) A Contracting Government which has accepted an amendment to 
the Annex which has entered into force shall extend the benefit of the 
present Convention in respect of the certificates issued to a ship 
entitled to fly the flag of a State the Government of which, pursuant to 
the provisions of sub-paragraph (b)(vii)(2) of this Article,. has 
notified the Secretary-General of the Organization that it exempts 
itself from giving effect to the amendment. 

(e) Unless expressly provided otherwise, any amendment to the present 
Convention made under this Article, which relates to the structure of a ship, 
shall apply only to ships the keels of which are laid or which are at a similar 
stage of construction, on or after the date on which the amendment enters 
into force. 

(f) Any declaration of acceptance of, or objection to, an amendment or 
any notice given under sub-paragraph (b)(vii)(2) of this Article shall be sub­
mitted in writing to the Secretary-General of the Organization, who shall 
inform all Contracting Governments of any such submission and the date 
of its receipt. 

(g) The Secretary-General of the Organization shall inform all Contracting 
Governments of any amendments which enter into force under this Article, 
together with the date on which each such amendment enters into force. 

ARTICLE IX 

Signature, Ratification, Acceptance, Approval and Accession 

(a) The present Convention shall remain open for signature at the Head­
quarters of the Organization from 1 November 1974 until 1 July 1975 and shall 
thereafter remain open for accession. States may become parties to the present 
Convention by: 

(i) signature without reservation as to ratification, acceptance or 
approval; or 
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(ii) signature subject to ratification, acceptance or approval, followed by 
ratification, acceptance or approval; or 

(iii) accession. 

(b) Ratification, acceptance, approval or accession shall be effected by the 
deposit of an instrument to that effect with the Secretary-General of the Organ­
ization. 

(c) The Secretary-General of the Organization shall inform the Governments 
of all States which have signed the present Convention or acceded to it of any 
signature or of the deposit of any instrument of ratification, acceptance, approval 
or accession and the date of its deposit. 

ARTICLE X 

Entry into Force 

(a) The present Convention shall enter into force twelve months after the 
date on which not less than twenty-five States, the combined merchant fleets of 
which constitute not less than fifty per cent of the gross tonnage of the world's 
merchant shipping, have become parties to it in accordance with Article IX. 

(b) Any instrument of ratification, acceptance, approval or accession deposited 
after the date on which the present Convention enters into force shall take effect 
three months after the date of deposit. 

(c) After the date on which an amendment to the present Convention is 
deemed to have been accepted under Article VIII, any instrument of ratification, 
acceptance, approval or accession deposited shall apply to the Convention as 
amended. 

ARTICLE XI 

Denunciation 

(a) The present Convention may be denounced by any Contracting Govern­
ment at any time after the expiry of five years from the date on which the 
Convention enters into force for that Government. 

(b) Denunciation shall be effected by the deposit of an instrument of denuncia­
tion with the Secretary-General of the Organization who shall notify all the other 
Contracting Governments of any instrument of denunciation received and of 
the date of its receipt as well as the date on which such denunciation takes effect. 

(c) A denunciation shall take effect one year, or such longer period as may be 
specified in the instrument of denunciation, after its receipt by the Secretary-
General of the Organization. 



1143 

ARTICLE ΧΠ 

Deposit and Registration 

(a) The present Convention shall be deposited with the Secretary­General 
of the Organization who shall transmit certified true copies thereof to the 
Governments of all States which have signed the present Convention or acceded 
to it. 

(b) As soon as the present Convention enters into force, the text shall be 
transmitted by the Secretary­General of the Organization to the Secretary­
General of the United Nations for registration and publication, in accordance 
with Article 102 of the Charter of the United Nations. 

ARTICLE ΧΙΠ 

Languages 

The present Convention is established in a single copy in the Chinese, 
English, French, Russian and Spanish languages, each text being equally 
authentic. Official translations in the Arabic, German and Italian languages 
shall be prepared and deposited with the signed original. 

IN WITNESS WHEREOF the undersigned, being duly authorized by 
their respective Governments for that purpose, have signed the present Con­
vention. 

DONE AT LONDON this first day of November one thousand nine 
hundred and seventy­four. 
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ANNEX 

CHAPTER I 

GENERAL PROVISIONS 

PART A - APPLICATION, DEFINITIONS, ETC. 

Regulation 1 

Application 

(a) Unless expressly provided otherwise, the present Regulations apply only 
to ships engaged on international voyages. 

(b) The classes of ships to which each Chapter applies are more precisely 
defined, and the extent of the application is shown, in each Chapter. 

Regulation 2 

Definitions 

For the purpose of the present Regulations, unless expressly provided 
otherwise: 
(a) "Regulations" means the Regulations contained in the Annex to the 
present Convention. 

(b) "Administration" means the Government of the State whose flag the ship 
is entitled to fly. 

(c) "Approved" means approved by the Administration. 

(d) "International voyage" means a voyage from a country to which the 
present Convention applies to a port outside such country, or conversely. 

(e) A passenger is every person other than: 
(i) the master and the members of the crew or other persons employed 

or engaged in any capacity on board a ship on the business of that 
ship; and 

(ii) a child under one year of age. 

(f) A passenger ship is a ship which carries more than twelve passengers. 

(g) A cargo ship is any ship which is not a passenger ship. 
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(h) A tanker is a cargo ship constructed or adapted for the carriage in bulk of 
liquid cargoes of an inflammable* nature. 

(i) A fishing vessel is a vessel used for catching fish, whales, seals, walrus or 
other living resources of the sea. 

(j) A nuclear ship is a ship provided with a nuclear power plant. 

(k) "New ship" means a ship the keel of which is laid or which is at a similar 
stage of construction on or after the date of coming into force of the present 
Convention. 

(1) "Existing ship" means a ship which is not a new ship. 

(m) A mile is 1,852 metres or 6,080 feet. 

Regulation 3 

Exceptions 

(a) The present Regulations, unless expressly provided otherwise, do not 
apply to: 

(i) Ships of war and troopships, 
(ii) Cargo ships of less than 500 tons gross tonnage, 

(iii) Ships not propelled by mechanical means, 
(iv) Wooden ships of primitive build. 
(v) Pleasure yachts not engaged in trade, 

(vi) Fishing vessels. 

(b) Except as expressly provided in Chapter V, nothing herein shall apply to 
ships solely navigating the Great Lakes of North America and the River St. 
Lawrence as far east as a straight line drawn from Cap des Rosiers to West 
Point, Anticosti Island and, on the north side of Anticosti Island, the 63rd 
Meridian. 

Regulation 4 

Exemptions 

(a) A ship which is not normally engaged on international voyages but which, 
in exceptional circumstances, is required to undertake a single international 
voyage may be exempted by the Administration from any of the requirements 
of the present Regulations provided that it complies with safety requirements 
which are adequate in the opinion of the Administration for the voyage which 
is to be undertaken by the ship. 

(b) The Administration may exempt any ship which embodies features of a 
novel kind from any of the provisions of Chapters II—1, II—2, III and IV of these 

* "Inflammable" has the same meaning as "flammable". 
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Regulations the application of which might seriously impede research into the 
development of such features and their incorporation in ships engaged on 
international voyages. Any such ship shall, however, comply with safety 
requirements which, in the opinion of that Administration, are adequate for the 
service for which it is intended and are such as to ensure the overall safety of the 
ship and which are acceptable to the Governments of the States to be visited by 
the ship. The Administration which allows any such exemption shall communi­
cate to the Organization particulars of same and the reasons therefor which the 
Organization shall circulate to the Contracting Governments for their informa­
tion. 

Regulation 5 

Equivalents 

(a) Where the present Regulations require that a particular fitting, material, 
appliance or apparatus, or type thereof, shall be fitted or carried in a ship, or 
that any particular provision shall be made, the Administration may allow any 
other fitting, material, appliance or apparatus, or type thereof, to be fitted or 
carried, or any other provision to be made in that ship, if it is satisfied by trial 
thereof or otherwise that such fitting, material, appliance or apparatus, or 
type thereof, or provision, is at least as effective as that required by the present 
Regulations. 

(b) Any Administration which so allows, in substitution, a fitting, material, 
appliance or apparatus, or type thereof, or provision, shall communicate to the 
Organization particulars thereof together with a report on any trials made 
and the Organization shall circulate such particulars to other Contracting 
Governments for the information of their officers. 

PART Β ­ SURVEYS AND CERTIFICATES 

Regulation 6 

Inspection and Survey 

The inspection and survey of ships, so far as regards the enforcement of the 
provisions of the present Regulations and the granting of exemptions there­
from, shall be carried out by officers of the $*&$* ***&■ *t") the ship is ewkAui f& &û  
provided that the Government of each

 €
Λ*^£ may entrust the inspection and 

survey either to surveyors nominated tor the purpose or to organizations 
recognized by it. In every case the Government concerned fully guarantees the 
completeness and efficiency of the inspection and survey. 

Regulation 7 

Surveys of Passenger Ships 

(a) A passenger ship shall be subjected to the surveys specified below: 
(i) A survey before the ship is put in service. 
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(ii) A periodical survey once every twelve months, 

(iii) Additional surveys, as occasion arises. 

(b) The surveys referred to above shall be carried out as follows: 
(i) The survey before the ship is put in service shall include a complete 

inspection of its structure, machinery and equipment, including the 
outside of the ship's bottom and the inside and outside of the boilers. 
This survey shall be such as to ensure that the arrangements, 
material, and scantlings of the structure, boilers and other pressure 
vessels and their appurtenances, main and auxiliary machinery, 
electrical installation, radio installation, radiotelegraph installations 
in motor lifeboats, portable radio apparatus for survival craft, life-
saving appliances, fire protection, fire detecting and extinguishing 
appliances, radar, echo-sounding device, gyro-compass, pilot 
ladders, mechanical pilot hoists and other equipment, fully comply 
with the requirements of the present Convention, and of the laws, 
decrees, orders and regulations promulgated as a result thereof by 
the Administration for ships of the service for which it is intended. 
The survey shall also be such as to ensure that the workmanship of 
all parts of the ship and its equipment is in all respects satisfactory, 
and that the ship is provided with the lights, shapes, means of making 
sound signals and distress signals as required by the provisions of 
the present Convention and the International Regulations for 
Preventing Collisions at Sea in force. 

(ii) The periodical survey shall include an inspection of the structure, 
boilers and other pressure vessels, machinery and equipment, 
including the outside of the ship's bottom. The survey shall be such 
as to ensure that the ship, as regards the structure, boilers and other 
pressure vessels and their appurtenances, main and auxiliary 
machinery, electrical installation, radio installation, radiotelegraph 
installations in motor lifeboats, portable radio apparatus for survival 
craft, life-saving appliances, fire protection, fire detecting and 
extinguishing " appliances, radar, echo-sounding device, gyro­
compass, pilot ladders, mechanical pilot hoists and other equipment, 
is in satisfactory condition and fit for the service for which it is 
intended, and that it complies with the requirements of the present 
Convention, and of the laws, decrees, orders and regulations promul­
gated as a result thereof by the Administration. The lights, shapes 
and means of making sound signals and the distress signals carried 
by the ship shall also be subject to the above-mentioned survey 
for the purpose of ensuring that they comply with the requirements 
of the present Convention and of the International Regulations for 
Preventing Collisions at Sea in force. 

(iii) A survey either general or partial, according to the circumstances, 
shall be made every time an accident occurs or a defect is discovered 
which affects the safety of the ship or the efficiency or completeness 
of its life-saving appliances or other equipment, or whenever any 
important repairs or renewals are made. The survey shall be such as 
to ensure that the necessary repairs or renewals have been effectively 
made, that the material and workmanship of such repairsjare"in**all 
respects satisfactory, and that the ship complies in all respects with 
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the provisions of the present Convention and of the International 
Regulations for Preventing Collisions at Sea in force, and of the 
laws, decrees, orders and regulations promulgated as a result thereof 
by the Administration. 

(c) (i) The laws, decrees, orders and regulations referred to in paragraph (b) 
of this Regulation shall be in all respects such as to ensure that, from 
the point of view of safety of life, the ship is fit for the service for 
which it is intended. 

(ii) They shall among other things prescribe the requirements to be 
observed as to the initial and subsequent hydraulic or other accept­
able alternative tests to which the main and auxiliary boilers, con­
nexions, steam pipes, high pressure receivers, and fuel tanks for 
internal combustion engines are to be submitted including the test 
procedures to be followed and the intervals between two consecutive 
tests. 

Regulation 8 

Surveys of Life-Saving Appliances and 
other Equipment of Cargo Ships 

The life-saving appliances, except a radiotelegraph installation in a motor 
lifeboat or a portable radio apparatus for survival craft, the echo-sounding 
device, the gyro-compass, and the fire-extinguishing appliances of cargo ships 
to which Chapters II-1, II-2, III and V apply shall be subject to initial and 
subsequent surveys as provided for passenger ships in Regulation 7 of this 
Chapter with the substitution of 24 months for 12 months in sub-paragraph 
(a)(ii) of that Regulation. The fire control plans in new ships and the pilot ladders, 
mechanical pilot hoists, lights, shapes and means of making sound signals carried 
by new and existing ships shall be included in the surveys for the purpose of 
ensuring that they comply fully with the requirements of the present Convention 
and, where applicable, the International Regulations for Preventing Collisions 
at Sea in force. 

Regulation 9 

Surveys of Radio mid Radar Installations of Cargo Ships 

The radio and radar installations of cargo ships to which Chapters IV and V 
apply and any radiotelegraph installation in a motor lifeboat or portable radio 
apparatus for survival craft which is carried in compliance with the requirements 
of Chapter III shall be subject to initial and subsequent surveys as provided for 
passenger ships in Regulation 7 of this Chapter. 

Regulation 10 

Surveys of Hull, Machinery and Equipment of Cargo Ships 

The hull, machinery and equipment (other than items in respect of which 
Cargo Ship Safety Equipment Certificates, Cargo Ship Safety Radiotelegraphy 
Certificates or Cargo Ship Safety Radiotelephony Certificates are issued) of a 
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cargo ship shall be surveyed on completion and thereafter in such manner and 
at such intervals as the Administration may consider necessary in order to ensure 
that their condition is in all respects satisfactory. The survey shall be such as to 
ensure that the arrangements, material, and scantlings of the structure, boilers 
and other pressure vessels and their appurtenances, main and auxiliary mach­
inery, electrical installations and other equipment are in all respects satisfactory 
for the service for which the ship is intended. 

Regulation 11 

Maintenance of Conditions after Survey 

After any survey of the ship under Regulations 7, 8,9 or 10 of this Chapter 
has been completed, no change shall be made in the structural arrangements, 
machinery, equipment, etc. covered by the survey, without the sanction of the 
Administration. 

Regulation 12 

Issue of Certificates. 

(a) (i) A certificate called a Passenger Ship Safety Certificate shall be issued 
after inspection and survey to a passenger ship which complies 
with the requirements of Chapters II-l, II-2, III and IV and any 
other relevant requirements of the present Regulations. 

(ii) A certificate called a Cargo Ship Safety Construction Certificate 
shall be issued after survey to a cargo ship which satisfies the 
requirements for cargo ships on survey set out in Regulation 10 of 
this Chapter and complies with the applicable requirements of 
Chapters II-l and II-2 other than those relating to fire-extinguishing 
appliances and fire control plans. 

(iii) A certificate called a Cargo Ship Safety Equipment Certificate shall 
be issued after inspection to a cargo ship which complies with the 
relevant requirements of Chapters II-l, II-2 and III and any other 
relevant requirements of the present Regulations. 

(iv) A certificate called a Cargo Ship Safety Radiotelegraphy Certificate 
shall be issued after inspection to a cargo ship, fitted with a radio­
telegraph installation, which complies with the requirements of 
Chapter IV and any other relevant requirements of the present 
Regulations. 

(v) A certificate called a Cargo Ship Safety Radiotelephony Certificate 
shall be issued after inspection to a cargo ship, fitted with a radio­
telephone installation, which complies with the requirements of 
Chapter IV and any other relevant requirements of the present 
Regulations. 

(vi) When an exemption is granted to a ship under and in accordance 
with the provisions of the present Regulations, a certificate called an 
Exemption Certificate shall be issued in addition to the certificates 
prescribed in this paragraph. 
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(yii) Passenger Ship Safety Certificates, Cargo Ship Safety Construction 
Certificates, Cargo Ship Safety Equipment Certificates, Cargo Ship 
Safety Radiotelegraphy Certificates, Cargo Ship Safety Radio-
telephony Certificates and Exemption Certificates shall be issued 
either by the Administration or by any person or organization duly 
authorized by it. In every case, that Administration assumes full 
responsibility for the Certificate. 

(b) Notwithstanding any other provision of the present Convention any 
certificate issued under, and in accordance with, the provisions of the Inter­
national Convention for the Safety of Life at Sea, 1960, which is current when 
the present Convention comes into force in respect of the Administration by 
which the certificate is issued, shall remain valid until it expires under the terms 
of Regulation 14 of Chapter I of that Convention. 

(c) A Contracting Government shall not issue certificates under, and in 
accordance with, the provisions of the International Convention for the Safety 
of Life at Sea, 1960, 1948 or 1929, after the date on which acceptance of the 
present Convention by the Government takes effect. 

Regulation 13 

Issue of Certificate by another Government 

A Contracting Government may, at the request of the Administration, 
cause a ship to be surveyed and, if satisfied that the requirements of the present 
Regulations are complied with, shall issue certificates to the ship in accordance 
with the present Regulations. Any certificate so issued must contain a statement 
to the effect that it has been issued at the request of the Government of the 
State Wtytat tt«4 the ship is or will befcBfiifoiN p a n d i t shall have the same force 
and receive the same recognition as a certificate issued under Regulation 12 
of this Chapter. 

Regulation 14 

Duration of Certificates 

(a) Certificates other than Cargo Ship Safety Construction Certificates, 
Cargo Ship Safety Equipment Certificates and Exemption Certificates shall be 
issued for a period of not more than 12 months. Cargo Ship Safety Equipment 
Certificates shall be issued for a period of not more than 24 months. Exemption 
Certificates shall not be valid for longer than the period of the certificates to 
which'they refer. 

(b) If a survey takes place within two months before the end of the period for 
which a Cargo Ship Safety Radiotelegraphy Certificate or a Cargo Ship 
Safety Radiotelephony Certificate issued in respect of cargo ships of 300 tons 
gross tonnage and upwards, but less than 500 tons gross tonnage, was originally 
issued, that certificate may be withdrawn, and a new certificate may be issued 
which shall expire 12 months after the end of the said period. 

(c) If a ship at the time when its certificate expires is not in a port of the 
U^£>>WM(u^&i'. wfoVtol v i i « ; the certificate may be extended by the Admini-
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stration, but such extension shall be granted only for the purpose of allowing the 
ship to complete its voyage to the &4«^V,&#JM} &*&*Λί*Α tk$jf«rM*­Wcfc"iHs4t 
surveyed, and then only in cases where it appears proper and reasonable so to do. 

(d) No certificate shall be thus extended for a longer period than five months, 
and a ship to which such extension is granted shall not, on its arrival in the 
&«Ακ.«Λ*5ί. POut Hftoitf&i l*|iior the port in which it is to be surveyed, be 
entitled by virtue of such extension to leave that port or CfcfcjU. without having 
obtained a new certificate. 

(e) A certificate which has not been extended under the foregoing provisions 
of this Regulation may be extended by the Administration for a period of grace 
of up to one month from the date of expiry stated on it. 

! 
Regulation 15 

Form of Certificates 

(a) All certificates shall be drawn up in the official language or languages of 
the country by which they are issued. 

(b) The form of the certificates shall be that of the models given in 
the Appendix to the present Regulations. The arrangement of the printed part 
of the model certificates shall be exactly reproduced in the certificates issued, or 
in certified copies thereof, and the particulars inserted in the certificates issued, 
or in certified copies thereof, shall be in Roman characters and Arabic figures. 

Regulation 16 

Posting up of Certificates 

All certificates or certified copies thereof issued under the present Regula­
tions shall be posted up in* a prominent and accessible place in the ship. 

Regulation 17 

Acceptance of Certificates 

Certificates issued under the authority of a Contracting Government shall 
be accepted by the other Contracting Governments for all purposes covered by 
the present Convention. They shall be regarded by the other Contracting 
Governments as having the same force as certificates issued by them. 

Regulation 18 

Qualification of Certificates 

(a) If in the course of a particular voyage a ship has on board a number of 
persons less than the total number stated in the Passenger Ship Safety Certificate 
and is in consequence, in accordance with the provisions of the present Regula­
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lions, free to carry a smaller number of lifeboats and other life­saving appliances 
than that stated in the Certificate, an annex may be issued by the Government, 
person or organization referred to in Regulation 12 or 13 of this Chapter. 

(b) This annex shall state that in the circumstances there is no infringement of 
the provisions of the present Regulations. It shall be annexed to the Certificate 
and shall be substituted for it in so far as the life­saving appliances are con­
cerned. It shall be valid only for the particular voyage for which it is issued. 

Regulation 19 

Control 

Every ship holding a certificate issued under Regulation 12 or Regulation 
13 of this Chapter is subject in the ports of the other Contracting Governments 
to control by officers duly authorized by such Governments in so far as this 
control is directed towards verifying that there is on board a valid certificate. 
Such certificate shall be accepted unless there are clear grounds for believing that 
the condition of the ship or of its equipment does not correspond substantially 
with the particulars of that certificate. In that case, the officer carrying out the 
control shall take such steps as will ensure that the ship shall not sail until it can 
proceed to sea without danger to the passengers or the crew. In the event of this 
control giving rise to intervention of any kind, the officer carrying out the control 
shall inform the Consul of the Stak ·**«&■ H^i the shipis eHriftfea­fv̂ Sy in writing 
forthwith of all the circumstances in which intervention was deemed to be neces­
sary, and the facts shall be reported to the Organization. 

Regulation 20 

Privileges 

The privileges of the present Convention may not be claimed in favour of any 
ship unless it holds appropriate valid certificates. 

PART C ­ CASUALTIES 

Regulation 21 

Casualties 

(a) Each Administration undertakes to conduct an investigation of any 
casualty occurring to any of its ships subject to the provisions of the present 
Convention when it judges that such an investigation may assist in determining 
what changes in the present Regulations might be desirable. 

•(b) Each Contracting Government undertakes to supply the Organization with 
pertinent information concerning the findings of such investigations. No reports 
or recommendations of the Organization based upon such information shall 
disclose the identity or nationality of the ships concerned or in any manner fix 
or imply responsibility upon any ship or person. 
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CHAPTER Π­Ι 

CONSTRUCTION­SUBDIVISION AND STABILITY, 
MACHINERY AND ELECTRICAL INSTALLATIONS 

PART A ­ GENERAL 

Regulation 1 

Application 

(a) (i) Unless expressly provided otherwise, this Chapter applies to new 
ships. 

(ii) Existing passenger ships and cargo ships shall comply with the 
following: 
(1) for ships the keels of which were laid or which were at a similar 

stage of construction on or after the date of coming into force 
of the International Convention for the Safety of Life at Sea, 
1960, the Administration shall ensure that the requirements 
which were applied under Chapter II of that Convention to new 
ships as defined in that Chapter are complied with; 

(2) for ships the keels of which were laid or which were at a similar 
stage of construction on or after the date of coming into force 
of the International Convention for the Safety of Life at Sea, 
1948, but before the date of coming into force of the Inter­
national Convention for the Safety of Life at Sea, 1960, the 
Administration shall ensure that the requirements which were 
applied under Chapter II of the 1948 Convention to new ships 
as defined in that Chapter are complied with; 

(3) for ships the keels of which were laid or which were at a similar 
stage of construction before the date of coming into force of the 
International Convention for the Safety of Life at Sea, 1948, the 
Administration shall ensure that the requirements which were 
applied under Chapter II of thatConvention to existing ships as 
defined in that Chapter are complied with; 

(4) as regards the requirements of Chapter Π­l of the present 
Convention which are not contained in Chapter II of the 1960 
and 1948 Conventions, the Administration shall decide which 
of these requirements shall be applied to existing ships as 
defined in the present Convention. 

(iii) A ship which undergoes repairs, alterations, modifications and 
outfitting related thereto shall continue to comply with at least the 
requirements previously applicable to the ship. An existing ship in 
such a case shall not, as a rule, comply to a lesser extent with the 
requirements for a new ship than it did before. Repairs, alterations 
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and modifications of a major character and outfitting related thereto 
should meet the requirements for a new ship in so far as the Admini­
stration deems reasonable and practicable. 

(b) For the purpose of this Chapter: 
(i) A new passenger ship is a passenger ship the keel of which is laid 

or which is at a similar stage of construction on or after the date of 
coming into force of the present Convention, or a cargo ship which is 
converted to a passenger ship on or after that date, all other pas­
senger ships being described as existing passenger ships. 

(ii) A new cargo ship is a cargo ship the, keel of which is laid or which is 
at a similar stage of constructionjafter the date of coming into force 
of the present Convention. 

(c) The Administration may, if it considers that the sheltered nature and 
conditions of the voyage are such as to render the application of any specific 
requirements of this Chapter unreasonable or unnecessary, exempt from those 
requirements individual ships or classes of ships belonging to its country which, 
in the course of their voyage, do not proceed more than 20 miles from the nearest 
land. 

(d) In the case of a passenger ship which is permitted under paragraph (c) of 
Regulation 27 of Chapter III to carry a number of persons on board in excess of 
the lifeboat capacity provided, it shall comply with the special standards of 
subdivision set out in paragraph (e) of Regulation 5 of this Chapter, and the 
associated special provisions regarding permeability in paragraph (d) of Regula­
tion 4 of this Chapter, unless the Administration is satisfied that, having regard 
to the nature and conditions of the voyage, compliance with the other provisions 
of the Regulations of this Chapter and Chapter II-2 of the present Convention 
is sufficient. 

(e) In the case of passenger ships which are employed in special trades for the 
carriage of large numbers of special trade passengers, such as the pilgrim trade, 
the Administration, if satisfied that it is impracticable to enforce compliance 
with the requirements of this Chapter, may exempt such ships, when they belong 
to its country, from those requirements, provided that they comply fully with the 
provisions of: 

(i) the Rules annexed to the Special Trade Passenger Ships Agreement, 
1971, and 

(ii) the Rules annexed to the Protocol on Space Requirements for 
Special Trade Passenger Ships, 1973, when it enters into force. 

Regulation 2 

Definitions 

For the purpose of «this Chapter, unless expressly provided otherwise: 
(a) (i) A subdivision load line is a water-line used in determining the sub­

division of the ship. 
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(ii) The deepest subdivision load line is the water­line which corresponds 
to the greatest draught permitted by the subdivision requirements 
which are applicable. 

(b) The length of the ship is the length measured between perpendiculars 
taken at the extremities of the deepest subdivision load line. 
(c) The breadth of the ship is the extreme width from outside of frame to 
outside of frame at or below the deepest subdivision load line. 
(d) The draught is the vertical distance from the moulded base line amidships 
to the subdivision load line in question. 
(e) The bulkhead deck is the uppermost deck up to which the transverse 
watertight bulkheads are carried. 
(f) The margin line is a line drawn at least 76 millimetres (3 inches) below 
the upper surface of the bulkhead deck at side. 
(g) The permeability of a space is the percentage of that space which can be 
occupied by water. 

The volume of a space which extends above the margin line shall be 
measured only to the height of that line. 
(h) The machinery space is to be taken as extending from the moulded base 
line to the margin line and between the extreme main transverse watertight 
bulkheads bounding the spaces containing the main and auxiliary propelling 
machinery, boilers serving the needs of propulsion, and all permanent coal 
bunkers. 

In the case of unusual arrangements, the Administration may define the 
limits of the machinery spaces. 
(i) Passenger spaces are those which are provided for the accommodation and 
use of passengers, excluding baggage, store, provision and mail rooms. 

For the purposes of Regulations 4 and 5 of this Chapter, spaces provided 
below the margin line for the accommodation and use of the crew shall be 
regarded as passenger spaces. 

(j) In all cases volumes and areas shall be calculated to moulded lines. 

PART Β ­ SUBDIVISION AND STABILITY* 
(Part Β applies to passenger ships only, except 
that Regulation 19 also applies to cargo ships.) 

Regulation 3 

Floodable Length 

(a) The floodable length at any point of the length of a ship shall be deter­
mined by a method of calculation which takes into consideration the form, 
draught and other characteristics of the ship in question. 

* Instead of the requirements in this Part, the Regulations on Subdivision and Stability 
of Passenger Ships as an Equivalent to Part Β of Chapter II of the International Con­
vention for the Safety of Life at Sea, 1960, adopted by the Organization by Resolution 
A.265(VIII), may be used, if applied, in their entirety. 
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(b) In a ship with a continuous bulkhead deck, the floodable length at a given 
point is the maximum portion of the length of the ship, having its centre at the 
point in question, which can be flooded under the definite assumptions set forth 
in Regulation 4 of this Chapter without the ship being submerged beyond the 
margin line. 

(c) (i) In the case of a ship not having a continuous bulkhead deck, the 
floodable length at any point may be determined to an assumed 
continuous margin line which at no point is less than 76 millimetres 
(3 inches) below the top of the deck (at side) to which the bulkheads 
concerned and the shell are carried watertight. 

(ii) Where a portion of an assumed margin line is appreciably below the 
deck to which bulkheads are carried, the Administration may permit 
a limited relaxation in the watertightness of those portions of the 
bulkheads which are above the margin line and immediately under 
the higher deck. 

Regulation 4 

Permeability\ 

(a) The definite assumptions referred to in Regulation 3 of this Chapter 
relate to the permeabilities of the spaces below the margin line. 

In determining the floodable length, a uniform average permeability shall 
be used throughout the whole length of each of the following portions of the 
ship below the margin line: 

(i) the machinery space as defined in Regulation 2 of this Chapter; 
(ii) the portion forward of the machinery space; and 

(iii) the portion abaft the machinery space. 

(b) (i) The uniform average permeability throughout the machinery space 
shall be determined from the formula -

85 + 10 Μ 
where: 

a — volume of the passenger spaces, as defined in Regulation 2 of 
this Chapter, which are situated below the margin line within 
the limits of the machinery space; 

c = volume of between deck spaces below the margin line within 
the limits of the machinery space which are appropriated to 
cargo, coal or stores; 

ν = whole volume of the machinery space below the margin line. 
(ii) Where it is shown to the satisfaction of the Administration that the 

average permeability as determined by detailed calculation is less 
than that given by the formula, the detailed calculated value may be 
used. For the purpose of such calculation, the permeabilities of 
passenger spates, as defined in Regulation 2 of this Chapter, shall be 
taken as 95, that of all cargo, coal and store spaces as 60, and that 
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of double bottom, oil fuel and other tanks at such values as may be 
approved in each case. 

(c) Except as provided in paragraph (d) of this Regulation, the uniform 
average permeability throughout the portion of the ship before (or abaft) the 
machinery space shall be determined from the formula -

63 + 35 — 
ν 

where: 
a = volume of the passenger spaces, as defined in Regulation 2 of this 

Chapter, which are situated below the margin line, before (or abaft) 
the machinery space, and 

ν = whole volume of the portion of the ship below the margin line before 
(or abaft) the machinery space. 

(d) In the case of a ship which is permitted under paragraph (c) of Regulation 
27 of Chapter III to carry a number of persons on board in excess of the lifeboat 
capacity provided, and is required under paragraph (d) of Regulation 1 of this 
Chapter to comply with special provisions, the uniform average permeability 
throughout the portion of the ship before (or abaft) the machinery space shall 
be determined from the formula — 

95 - 35 — 
ν 

where: 
b = the volume of the spaces below the margin line and above the tops of 

floors, inner bottom, or peak tanks, as the case may be, which are 
appropriated to and used as cargo spaces, coal or oil fuel bunkers, 
store-rooms, baggage and mail rooms, chain lockers and fresh water 
tanks, before (or abaft) the machinery space; and 

ν = whole volume of the portion of the ship below the margin line before 
(or abaft) the machinery space. 

In the case of ships engaged on services where the cargo holds are not 
generally occupied by any substantial quantities of cargo, no part of the cargo 
spaces is to be included in calculating "b". 

(e) In the case of unusual arrangements the Administration may allow, or 
require, a detailed calculation of average permeability for the portions before or 
abaft the machinery space. For the purpose of such calculation, the permeability 
of passenger spaces as defined in Regulation 2 of this Chapter shall be taken as 
95, that of spaces containing machinery as 85, that of all cargo, coal and store 
spaces as 60, and that of double bottom, oil fuel and other tanks at such value 
as may be approved in each case. 

(f) Where a between deck compartment between two watertight transverse 
bulkheads contains any passenger or crew space, the whole of that compartment, 
less any space completely enclosed within permanent steel bulkheads and 
appropriated to other purposes, shall be regarded as passenger space. Where, 
however, the passenger or crew space in question is completely enclosed within 
permanent steel bulkheads, only the space so enclosed need be considered as 
passenger space. 
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Regulation 5 

Permissible Length of Compartments 

(a) Ships shall be as efficiently subdivided as is possible having regard to the 
nature of the service for which they are intended. The degree of subdivision shall 
vary with the length of the ship and with the service, in such manner that the 
highest degree of subdivision corresponds with the ships of greatest length, 
primarily engaged in the carriage of passengers. 

(b) Factor of Subdivision. The maximum permissible length of a compartment 
having its centre at any point in the ship's length is obtained from the floodable 
length by multiplying the latter by an appropriate factor called the factor of 
subdivision. 

The factor of subdivision shall depend on the length of the ship, and for a 
given length shall vary according to the nature of the'service for which the ship 
is intended. It shall decrease in a regular and continuous manner: 

(i) as the length of the ship increases, and 
(ii) from a factor A, applicable to ships primarily engaged in the carriage 

of cargo, to a factor B, applicable to ships primarily engaged in the 
carriage of passengers. 

The variations of the factors A and Β shall be expressed by the following 
formulae (I) and (II) where L is the length of the ship as defined in Regulation 2 
of this Chapter: 

L in metres 

A = _ + .18 (L = 131 and upwards) (I) 

L in feet 
190 

A = τ Too + -18 (L = 430 and upwards) 

L in metres 

Β = 3 ^ 3
4 2 + .18 (L = 79 and upwards) (II) 

L in feet 

Β = A U V + .18 (L = 260 and upwards) 
L — IJO 

(c) Criterion of Service. For a ship of given length the appropriate factor of 
subdivision shall be determined by the Criterion of Service Numeral (hereinafter 
called the Criterion Numeral) as given by the following formulae (III) and (IV) 
where: 

C3 = the Criterion Numeral; 
L = length of the ship, as defined in Regulation 2 of this Chapter; 
Μ = the volume of the machinery space, as defined in Regulation 2 of this 

Chapter; with the addition thereto of the volume of any permanent 
oil fuel bunkers which may be situated above the inner bottom and 
before or abaft the machinery space; 
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Ρ = the whole volume of the passenger spaces below the margin line, 
as defined in Regulation 2 of this Chapter; 

V = the whole volume of the ship below the margin line; 
Px = KN where: 

Ν = number of passengers for which the ship is to be certified, 
and 

Κ has the following values: 
Value of Κ 

Length in metres and volumes in cubic metres .056L 
Length in feet and volumes in cubic feet .6L 

Where the value of KN is greater than the sum of Ρ and the whole volume 
of the actual passenger spaces above the margin line, the figure to be taken as Px 
is that sum or two-thirds KN, whichever is the greater. 

When P2 is greater than Ρ -

C _ 7 2 M + 2 p i m i ) 

and in other cases -

Μ + 2P 
cs = 72

1Vi + z r
. . αν) 

For ships not having a continuous bulkhead deck the volumes are to be 
taken up to the actual margin lines used in determining the floodable lengths. 

(d) Rules for Subdivision of Ships other than those covered by paragraph (e) of 
this Regulation 
(i) The subdivision abaft the forepeak of ships 131 metres (430 feet) in 

length and upwards having a criterion numeral of 23 or less shall be 
governed by the factor A given by formula (I); of those having a 
criterion numeral of 123 or more by the factor Β given by formula 
(II); and of those having a criterion numeral between 23 and 123 by 
the factor F obtained by linear interpolation between the factors A 
and B, using the formula: 

F = A _ ( A - B ) ( C , - 2 3 ) w 

Nevertheless, where the criterion numeral is equal to 45 or more and 
simultaneously the computed factor of subdivision as given by 
formula (V) is .65 or less, but more than .50, the subdivision abaft 
the forepeak shall be governed by the factor .50. 

Where the factor F is less than .40 and it is shown to the 
satisfaction of the Administration to be impracticable to comply with 
the factor F in a machinery compartment of the ship, the subdivision 
of such compartment may be governed by an increased factor, which, 
however, shall not exceed .40. 

(ii) The subdivision abaft the forepeak of ships less than 131 metres 
(430 feet) but not less than 79 metres (260 feet) in length having a 
criterion numeral equal to S, where -

c 3,574 - 25L ,_ . f λ 9,382 - 20L,_ . f A 
S = γχ (L in metres) = ^ (L in feet) 
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shall be governed by the factor unity; of those having a criterion 
numeral of 123 or more by the factor Β given by the formula (II); of 
those having a criterion numeral between S and 123 by the factor F 
obtained by linear interpolation between unity and the factor Β 
using the formula: 

(1 ­ B)(CS ­ S) 

(iii) The subdivision abaft the forepeak of ships less than 131 metres 
(430 feet) but not less than 79 metres (260 feet) in length and having 
a criterion numeral less than S, and of all ships less than 79 metres 
(260 feet) in length shall be governed by the factor unity, unless, in 
either case, it is shown to the satisfaction of the Administration to 
be impracticable to comply with this factor in any part of the ship, 
in which case the Administration may allow such relaxation as may 
appear to be justified, having regard to all the circumstances. 

(iv) The provisions of sub­paragraph (iii) of this paragraph shall apply 
also to ships of whatever length, which are ίο be certified to carry a 
number of passengers exceeding 12 but not exceeding ­

L2 L2 
2^r (in metres) = ,, nrir. (in feet), or 50, whichever is the less. 
ODU / ,UUU 

(e) Special Standards of Subdivision for Ships which are permitted under 
paragraph (c) of Regulation 27 of Chapter HI to carry a number of persons 
on board in excess of the lifeboat capacity provided and are required under 
paragraph {d) of Regulation 1 of this Chapter to comply with special provi­
sions 
(i) (1) In the case of ships primarily engaged in the carriage of pas­

sengers, the subdivision abaft the forepeak shall be governed by a 
factor of .50 or by the factor determined according to para­
graphs (c) and (d) of this Regulation, if less than .50. 

(2) In the case of such ships less than 91.5 metres (300 feet) in 
length, if the Administration is satisfied that compliance with 
such factor would be impracticable in a compartment, it may 
allow the length of that compartment to be governed by a higher 
factor provided the factor used is the lowest that is practicable 
and reasonable in the circumstances. 

(ii) Where, in the case of any ship whether less than 91.5 metres (300 
feet) or not, the necessity of carrying appreciable quantities of cargo 
makes it impracticable to require the subdivision abaft the forepeak 
to be governed­by a factor not exceeding .50, the standard of 
subdivision to be applied shall be determined in accordance with the 
following sub­paragraphs (1) to (5), subject to the condition that 
where the Administration is satisfied that insistence on strict com­
pliance in any respect would be unreasonable, it may allow such 
alternative arrangement of the watertight bulkheads as appears to be 
justified on merits and will not diminish the general effectiveness 
of the subdivision. 
(1) The provisions of paragraph (c) of this Regulation relating to 

the criterion numeral shall apply with the exception that in 
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calculating the value of Pi for berthed passengers Κ is to have 
the value defined in paragraph (o) of this Regulation, or 3.55 
cubic metres (125 cubic feet), whichever is the greater, and for 
unberthed passengers Κ is to have the value 3.55 cubic metres 
(125 cubic feet). 
The factor Β in paragraph (b) of this Regulation shall be 
replaced by the factor BB determined by the following formula: 

L in metres 
17 f\ 

BB = _· . + .20 (L = 55 and upwards) 

L in feet 

BB = τ 5 ? *L· + · 2 0 (L = 180 and upwards) 
L — lUo 

The subdivision abaft the forepeak of ships 1.31 metres (430 
feet) in length and upwards having a criterion numeral of 23 or 
less shall be governed by the factor A given by formula (I) in 
paragraph (b) of this Regulation; of those having a criterion 
numeral of 123 of more by the factor BB given by the formula in 
sub-paragraph (ii)(2) of this paragraph; and of those having a 
criterion numeral between 23 and 123 by the factor F obtained 
by linear interpolation between the factors A and BB, using the 
formula: 

F - A (A - BB)(C3 - 23) 
* ~ A Ϊ00 

except that if the factor F so obtained is less than .50 the factor 
to be used shall be either .50 or the factor calculated according 
to the provisions of sub­paragraph (d)(i) of this Regulation, 
whichever is the smaller. 
The subdivision abaft the forepeak of ships less than 131 
metres (430 feet) but not less than 55 metres (180 feet) in length 
having a criterion numeral equal to Sx where — 

Q 3 , 7 1 2 ­ 2 5 L „ . f Λ Si = — rjr (L in metres) 

c 1,950 ­ 4L „ . e .. 
Si = — J O (L in feet) 

shall be governed by the factor unity; of those having a criterion 
numeral of 123 or more by the factor BB given by the formula 
in sub­paragraph (h)(2) of this paragraph; of those having a 
criterion numeral between Sx and 123 by the factor F obtained 
by linear interpolation between unity and the factor BB using 
the formula: 

(1 ­ BB)(C3 ­ SQ 
. 123 ­ Sx 

except that in either of the two latter cases if the factor so 
obtained is less than .50 the subdivision may be governed by a 
factor not exceeding .50. 
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(5) The subdivision abaft the forepeak of ships less than 131 metres 
(430 feet) but not less than 55 metres (180 feet) in length and 
having a criterion numeral less than Sj_ and of all ships less than 
55 metres (180 feet) in length shall be governed by the factor 
unity, unless it is shown to the satisfaction of the Administra­
tion to be impracticable to comply with this factor in particular 
compartments, in which event the Administration may allow 
such relaxations in respect of those compartments as appear to 
be justified, having regard to all the circumstances, provided that 
the aftermost compartment and as many as possible of the for­
ward compartments (between the forepeak and the after end 
of the machinery space) shall be kept within the floodable length. 

Regulation 6 

Special Rules concerning Subdivision 

(a) Where in a portion or portions of a ship the watertight bulkheads are 
carried to a higher deck than in the remainder of the ship and it is desired to 
take advantage of this higher extension of the bulkheads in calculating the flood-
able length, separate margin lines may be used for each such portion of the ship 
provided that: 

(i) the sides of the ship are extended throughout the ship's length to the 
deck corresponding to the upper margin line and all openings in the 
shell plating below this deck throughout the length of the ship are 
treated as being below a margin line, for the purposes of Regulation 
14 of this Chapter; and 

(ii) the two compartments adjacent to the "step" in the bulkhead deck 
are each within the permissible length corresponding to their 
respective margin lines, and, in addition, their combined length does 
not exceed twice the permissible length based on the lower margin 
line. 

(b) (i) A compartment may exceed the permissible length determined by 
the rules of Regulation 5 of this Chapter provided the combined 
length of each pair of adjacent compartments to which the compart­
ment in question is common does not exceed either the floodable 
length or twice the permissible length, whichever is the less. 

(ii) If one of the two adjacent compartments is situated inside the 
machinery space, and the second is situated outside the machinery 
space, and the average permeability of the portion of the ship in 
which the second is situated differs from that of the machinery space, 
the combined length of the two compartments shall be adjusted to 
the mean average permeability of the two portions of the ship in 
which the compartments are situated. 

(iii) Where the two adjacent compartments have different factors of 
subdivision, the combined length of the two compartments shall be 
determined proportionately. 
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(c) In ships 100 metres (330 feet) in length and upwards, one of the main 
transverse bulkheads abaft the forepeak shall be fitted at a distance from forward 
perpendicular which is not greater t>-an the permissible length. 

(d) A main transverse bulkhead may be recessed provided that all parts of 
the recess lie inboard of vertical surfaces on both sides of the ship, situated at a 
distance from the shell plating equal to one-fifth the breadth of the ship, as 
defined in Regulation 2 of this Chapter, and measured at right angles to the 
centre line at the level of the deepest subdivision load line. 

Any part of a recess which lies outside these limits shall be dealt with as a 
step in accordance with paragraph (e) of this Regulation. 

(e) A main transverse bulkhead may be stepped provided that it meets one 
of the following conditions: 

(i) the combined length of the two compartments, separated by the 
bulkhead in question, does not exceed either 90 per cent of the 
floodable length or twice the permissible length, except that in ships 
having a factor of subdivision greater than .9, the combined 
length of the two compartments in question shall not exceed the 
permissible length; 

(ii) additional subdivision is provided in way of the step to maintain the 
same measure of safety as that secured by a plane bulkhead; 

(iii) the compartment over which the step extends does not exceed the 
permissible length corresponding to a margin line taken 76 milli­
metres (3 inches) below the step. 

(f) Where a main transverse bulkhead is recessed or stepped, an equivalent 
plane bulkhead shall be used in determining the subdivision. 

(g) If the distance between two adjacent main transverse bulkheads, or their 
equivalent plane bulkheads, or the distance between the transverse planes 
passing through the nearest stepped portions of the bulkheads, is less than 
3.05 metres (10 feet) plus 3 per cent of the length of the ship, or 10.67 metres 
(35 feet) whichever is the less, only one of these bulkheads shall be regarded as 
forming part of the subdivision of the ship in accordance with the provisions 
of Regulation 5 of this Chapter. 

(h) Where a main transverse watertight compartment contains local sub­
division and it can be shown to the satisfaction of the Administration that, after 
any assumed side damage extending over a length of 3.05 metres (10 feet) plus 
3 per cent of the length of the ship, or 10.67 metres (35 feet) whichever is the less, 
the whole volume of the main compartment will not be flooded, a proportionate 
allowance may be made in the permissible length otherwise required for such 
compartment. In such a case the volume of effective buoyancy assumed on the 
undamaged side shall not be greater than that assumed on the damaged side. 

(i) Where the required factor of subdivision is .50 or less-, the combined 
length of any two adjacent compartments shall not exceed the floodable length. 
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Regulation 7 

Stability of Ships in Damaged Condition 

(a) · Sufficient intact stability shall be provided in all service conditions so as to 
enable the ship to withstand the final stage of flooding of any one main com­
partment which is required to be within the floodable length. 

Where two adjacent main compartments are separated by a bulkhead 
which is stepped under the conditions of sub-paragraph (e)(i) of Regulation 6 
of this Chapter the intact stability shall be adequate to withstand the flooding 
of those two adjacent main compartments. 

Where the required factor of subdivision is .50 or less but more than 
.33 intact stability shall be adequate to withstand the flooding of any two 
adjacent main compartments. 

Where the required factor of subdivision is .33 or less the intact stability 
shall be adequate to withstand the flooding of any three adjacent main compart­
ments. 

(b) (i) The requirements of paragraph (a) of this Regulation shall be 
determined by calculations which are in accordance with paragaphs 
(c), (d) and (f) of this Regulation and which take into consideration 
the proportions and design characteristics of the ship and the 
arrangement and configuration of the damaged compartments. In 
making these calculations the ship is to be assumed in the worst 
anticipated service condition as regards stability. 

(ii) Where it is proposed to fit decks, inner skins or longitudinal bulk­
heads of sufficient tightness to seriously restrict the flow of water, the 
Administration shall be satisfied that proper consideration is given 
to such restrictions in the calculations. 

(iii) In cases where the Administration considers the range of stability 
in the damaged condition to be doubtful, it may require investiga­
tion thereof. 

(c) For the purpose of making damage stability calculations the volume and 
surface permeabilities shall be in general as follows: 

Spaces Permeability 
Appropriated to Cargo, Coal or Stores 60 
Occupied by Accommodation 95 
Occupied by Machinery 85 
Intended for Liquids 0 or 95* 
Higher surface permeabilities are to be assumed in respect of spaces which, 

in the vicinity of the damage waterplane, contain no substantial quantity of 
accommodation or machinery and spaces which are not generally occupied by 
any substantial quantity of cargo or stores. 

(d) Assumed extent of damage shall be as follows: 
(i) longitudinal extent: 3.05 metres (10 feet) plus 3 per cent of the length 

of the ship, or 10.67 metres (35 feet) whichever is the less. Where the 

* Whichever results in the more severe requirements. 
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required factor of subdivision is .33 or less the assumed longitudinal 
extent of damage shall be increased as necessary so as to include any 
two consecutive main transverse watertight bulkheads; 

(ii) transverse extent (measured inboard from the ship's side, at right 
angles to the centre line at the level of the deepest subdivision load 
line): a distance of one-fifth of the breadth of the ship, as defined in 
Regulation 2 of this Chapter; and 

(iii) vertical extent: from the base line upwards without limit. 

(iv) If any damage of lesser extent than that indicated in sub-paragraphs 
(i), (ii) and (iii) of this paragraph would result in a more severe 
condition regarding heel or loss of metacentric height, such damage 
shall be assumed in the calculations. 

(e) Unsymmetrical flooding is to be kept to a minimum consistent with 
efficient arrangements. Where it is necessary to correct large angles of heel, the 
means adopted shall, where practicable, be self-acting, but in any case where 
controls to cross-flooding fittings are provided they shall be operable from above 
the bulkhead deck. These fittings together with their controls as well as the maxi­
mum heel before equalization shall be acceptable to the Administration. Where 
cross-flooding fittings are required the time for equalization shall not exceed 15 
minutes. Suitable information concerning the use of cross-flooding fittings shall 
be supplied to the master of the ship.* 

(f) The final conditions of the ship after damage and, in the case of unsym­
metrical flooding, after equalization measures have been taken shall be as 
follows: 

(i) in the case of symmetrical flooding there shall be a positive residual 
metacentric height of at least 50 millimetres (2 inches) as calculated 
by the constant displacement method; 

(ii) in the case of unsymmetrical flooding the total heel shall not exceed 
seven degrees, except that, in special cases, the Administration may 
allow additional heel due to the unsymmetrical moment, but in no 
case shall the final heel exceed fifteen degrees; 

(iii) in no case shall the margin line be submerged in the final stage of 
flooding. If it is considered that the margin line may become sub­
merged during an intermediate stage of flooding, the Administration 
may require such investigations and arrangements as it considers 
necessary for the safety of the ship. 

(g) The master of the ship shall be supplied with the data necessary to main­
tain sufficient intact stability under service conditions to enable the ship to 
withstand the critical damage. In the case of ships requiring cross-flooding the 
master of the ship shall be informed of the conditions of stability on which the 
calculations of heel are based and be warned that excessive heeling might result 
should the ship sustain damage when in a less favourable condition. 

Reference is made to the Recommendation on a Standard Method for Establishing 
Compliance with the Requirements for Cross-Flooding Arrangements in Passenger Ships, 
adopted by the Organization Uy Resolution A.266(VIII). 
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(h) (i) No relaxation from the requirements for damage stability may be 
considered by the Administration unless it is shown that the intact 
metacentric height in any service condition necessary to meet these 
requirements is excessive for the service intended. 

(ii) Relaxations from the requirements, for damage stability shall be 
permitted only in exceptional cases and subject to the condition that 
the Administration is to be satisfied that the proportions, arrange­
ments and other characteristics of the ship are the most favourable to 
stability after damage which can practically and reasonably be 
adopted in the particular circumstances. 

Regulation 8 

Ballasting 

When ballasting with water is necessary, the water ballast should not in 
general be carried in tanks intended for oil fuel. In ships in which it is not 
practicable to avoid putting water in oil fuel tanks, oily-water separator equip­
ment to the satisfaction of the Administration shall be fitted, or other alternative 
means acceptable to the Administration shall be provided for disposing of the 
oily-water ballast. 

Regulation 9 

Peak and Machinery Space Bulkheads, Shaft Tunnels, etc. 

(a) (i) A ship shall have a forepeak or collision bulkhead, which shall be 
watertight up to the bulkhead deck. This bulkhead shall be fitted not 
less than 5 per cent of the length of the ship, and not more than 
3.05 metres (10 feet) plus 5 per cent of the length of the ship from the 
forward perpendicular. 

(ii) If the ship has a long forward superstructure, the forepeak bulkhead 
shall be extended weathertight to the deck next above the bulkhead 
deck. The extension need not be fitted directly over the bulkhead be­
low, provided it is at least 5 per cent of the length of the ship from the 
forward perpendicular, and the part of the bulkhead deck which 
forms the step is made effectively weathertight. 

(b) An afterpeak bulkhead, and bulkheads dividing the machinery space, as 
defined in Regulation 2 of this Chapter, from the cargo and passenger spaces 
forward and aft, shall also be fitted and made watertight up to the bulkhead 
deck. The afterpeak bulkhead may, however, be stepped below the bulkhead 
deck, provided the degree of safety of the ship as regards subdivision is not 
thereby diminished. 

(c) In all cases stern tubes shall be enclosed in watertight spaces of moderate 
volume. The stern gland shall be situated in a watertight shaft tunnel or other 
watertight space separate from the stern tube compartment and of such volume 
that, if flooded by leakage through the stern gland, the margin line will not be 
submerged. 
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Regulation 10 

Double Bottoms 

(a) A double bottom shall be fitted extending from the forepeak bulkhead to 
the afterpeak bulkhead as far as this is practicable and compatible with the 
design and proper working of the ship. 

(i) In ships 50 metres (165 feet) and under 61 metres (200 feet) in 
length a double bottom shall be fitted at least from the machinery 
space to the forepeak bulkhead, or as near thereto as practicable. 

(ii) In ships 61 metres (200 feet) and under 76 metres (249 feet) in length 
a double bottom shall be fitted at least outside the machinery space, 
and shall extend to the fore and after peak bulkheads, or as near 
thereto as practicable. 

(iii) In ships 76 metres (249 feet) in length and upwards, a double bottom 
shall be fitted amidships, and shall extend to the fore and after peak 
bulkheads, or as near thereto as practicable. 

(b) Where a double bottom is required to be fitted its depth shall be to the 
satisfaction of the Administration and the inner bottom shall be continued out 
to the ship's sides in such a manner as to protect the bottom to the turn of the 
bilge. Such protection will be deemed satisfactory if the line of intersection of the 
outer edge of the margin plate with the bilge plating is not lower at any part than 
a horizontal plane passing through the point of intersection with the frame line 
amidships of a transverse diagonal line inclined at 25 degrees to the base line and 
cutting it at a point one-half the ship's moulded breadth from the middle line. 

(c) Small wells constructed in the double bottom in connexion with drainage 
arrangements of holds, etc., shall not extend downwards more than necessary. 
The depth of the well shall in no case be more than the depth less 457 millimetres 
(18 inches) of the double bottom at the centreline, nor shall the well extend below 
the horizontal plane referred to in paragraph (b) of this Regulation. A well 
extending to the outer bottom is, however, permitted at the after end of the shaft 
tunnel of screw-ships. Other wells (e.g., for lubricating oil under main engines) 
may be permitted by the Administration if satisfied that the arrangements give 
protection equivalent to that afforded by a double bottom complying with this 
Regulation. 

(d) A double bottom need not be fitted in way of watertight compartments of 
moderate size used exclusively for the carriage of liquids, provided the safety of 
the ship, in the event of bottom or side damage, is not, in the opinion of the 
Administration, thereby impaired. 

(e) In the case of ships to which the provisions of paragraph (d) of Regula­
tion 1 of this Chapter apply and which are engaged on regular «exvice within the 
limits of a short international voyage as defined in Regulation 2 of Chapter III, 
the Administration may permit a double bottom to be dispensed with in any 
part of the ship which is subdivided by a factor not exceeding .50, if satisfied 
that the fitting of a double bottom in that part would not be compatible with the 
design and proper working of the ship. 
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Regulation 11 

Assigning, Marking and Recording of Subdivision Load Lines 

(a) I P order that the required degree of subdivision shall be maintained, a load 
line corresponding to the approved subdivision draught shall be assigned and 
marked on the ship's sides. A ship having spaces which are specially adapted for 
the accommodation of passengers and the carriage of cargo alternatively may, 
if the owners desire, have one or more additional load lines assigned and marked 
to correspond with the subdivision draughts which the Administration may 
approve for the alternative service conditions. 

(b) The subdivision load lines assigned and marked shall be recorded in the 
Passenger Ship Safety Certificate, and shall be distinguished by the notation C.l 
for the principal passenger condition, and C.2, C.3, etc., for the alternative 
conditions. 

(c) The freeboard corresponding to each of these load lines shall be measured 
at the same position and from the same deck line as the freeboards determined in 
accordance with the International Convention respecting Load Lines in force. 

(d) The freeboard corresponding to each approved subdivision load line and 
the conditions of service for which it is approved, shall be clearly indicated on 
the Passenger Ship Safety Certificate. 

(e) In no case shall any subdivision load line mark be placed above the deepest 
load line in salt water as determined by the strength of the ship and/or the 
International Convention respecting Load Lines in force. 

(f) Whatever may be the position of the subdivision load line marks, a ship 
shall in no case be loaded so as to submerge the load line mark appropriate to 
the season and locality as determined in accordance with the International 
Convention respecting Load Lines in force. 

(g) A ship shall in no case be so loaded that when she is in salt water the sub­
division load line mark appropriate to the particular voyage and condition of 
service is submerged. 

Regulation 12 

Construction and Initial Testing of Watertight Bulkheads, etc. 

(a) Each watertight subdivision bulkhead, whether transverse or longitudinal, 
shall be constructed in such a manner that it shall be capable of supporting, with 
a proper margin of resistance, the pressure due to the maximum head of water 
which it might have to sustain in the event of damage to the ship but at least the 
pressure due to a head of water up to the margin line. The construction of these 
bulkheads shall be to the satisfaction of the Administration. 

(b) (i) Steps and recesses in bulkheads shall be watertight and as strong as 
the bulkhead at the place where each occurs. 
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(ii) Where frames or beams pass through a watertight deck or bulkhead, 

such deck or bulkhead shall be made structurally watertight without 
the use of wood or cement. 

(c) Testing main compartments by filling them with water is not compulsory. 
When testing by filling with water is not carried out, a hose test is compulsory; 
this test shall be carried out in the most advanced stage of the fitting out of the 
ship. In any case, a thorough inspection of the watertight bulkheads shall be 
carried out. 

(d) The forepeak, double bottoms (including duct keels) and inner skins shall 
be tested with water to a head corresponding to the requirements of paragraph 
(a) of this Regulation. 

(e) Tanks which are intended to hold liquids, and which form part of the sub­
division of the ship, shall be tested for tightness with water to a head up to the 
deepest subdivision load line or to a head corresponding to two-thirds of the 
depth from the top of keel to the margin line in way of the tanks, whichever is the 
greater; provided that in no case shall the test head be less than 0.92 metres 
(3 feet) above the top of the tank. 

(f) The tests referred to in paragraphs (d) and (e) of this Regulation are for the 
purpose of ensuring that the subdivision structural arrangements are watertight 
and are not to be regarded as a test of the fitness of any compartment for the 
storage of oil fuel or for other special purposes for which a test of a superior 
character may be required depending on the height to which the liquid has access 
in the tank or its connexions. 

Regulation 13 

Openings in Watertight Bulkheads 

(a) The number of openings in watertight bulkheads shall be reduced to the 
minimum compatible with the design and proper working of the ship; satisfactory 
means shall be provided for closing these openings. 

(b) (i) Where pipes, scuppers, electric cables, etc. are carried through water­
tight subdivision bulkheads, arrangements shall be made to ensure 
the integrity of the watertightness of the bulkheads. 

(ii) Valves and cocks not forming part of a piping system shall not be 
permitted in watertight subdivision bulkheads. 

(iii) Lead or other heat sensitive materials shall not be used in systems 
which penetrate watertight subdivision bulkheads, where deterior­
ation of such systems in the event of fire would impair the watertight 
integrity of the bulkheads. 

(c) (i) No doors, manholes, or access openings are permitted: 
(1) in the collision bulkhead below the margin line; 
(2) in watertight transverse bulkheads dividing a cargo space from 

an adjoining cargo space or from a permanent or reserve bunker, 
except as provided in paragraph (1) of this Regulation. 
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(ii) Except as provided in sub-paragraph (iii) of this paragraph, the 
collision bulkhead may be pierced below the margin line by not more 
than one pipe for dealing with fluid in the forepeak tank, provided 
that the pipe is fitted with a screwdown valve capable of being 
operated from above the bulkhead deck, the valve chest being 
secured inside the forepeak to the collision bulkhead. 

(iii) If the forepeak is divided to hold two different kinds of liquids the 
Administration may allow the collision bulkhead to be pierced below 
the margin line by two pipes, each of which is fitted as required by 
sub-paragraph (ii) of this paragraph, provided the Administration is 
satisfied that there is no practical alternative to the fitting of such a 
second pipe and that, having regard to the additional subdivision 
provided in the forepeak, the safety of the ship is maintained. 

(d) (i) Watertight doors fitted in bulkheads between permanent and reserve 
bunkers shall be always accessible, except as provided in sub­
paragraph (ii) of paragraph (k) of this Regulation for between deck 
bunker doors. 

(ii) Satisfactory arrangements shall be made by means of screens or 
otherwise to prevent the coal from interfering with the closing of 
watertight bunker doors. 

(e) Within spaces containing the main and auxiliary propelling machinery 
including boilers serving the needs of propulsion and all permanent bunkers, not 
more than one door apart from the doors to bunkers and shaft tunnels may be 
fitted in each main transverse bulkhead. Where two or more shafts are fitted the 
tunnels shall be connected by an inter-communicating passage. There shall be 
only one door between the machinery space and the tunnel spaces where two 
shafts are fitted and only two doors where there are more than two shafts. All 
these doors shall be of the sliding type and shall be located so as to have their sills 
as high as practicable. The hand gear for operating these doors from above the 
bulkhead deck shall be situated outside the spaces containing the machinery if 
this is consistent with a satisfactory arrangement of the necessary gearing. 

(f) (i) Watertight doors shall be sliding doors or hinged doors or doors of 
an equivalent type. Plate doors secured only by bolts and doors 
required to be closed by dropping or by the action of a dropping 
weight are not permitted. 

(ii) Sliding doors may be either: 
hand-operated only, or 
power-operated as well as hand-operated. 

(iii) Authorized watertight doors may therefore be divided into three 
Classes: 
Class 1 -hinged doors; 
Class 2 - hand-operated sliding doors; 
Class 3 - sliding doors which are power-operated as well as hand-

operated. 
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(iv) The means of operation of any watertight door whether power-
operated or not shall be capable of closing the door with the ship 
listed to 15 degrees either way. 

(v) In all classes of watertight doors indicators shall be fitted which 
show, at all operating stations from which the doors are not visible, 
whether the doors are open or closed. If any of the watertight doors, 
of whatever Class, is not fitted so as to enable it to be closed from a 
central control station, it shall be provided with a mechanical, 
electrical, telephonic, or any other suitable direct means of com­
munication, enabling the officer of the watch promptly to contact the 
person who is responsible for closing the door in question, under 
previous orders. 

(g) Hinged doors (Class 1) shall be fitted with quick action closing devices, 
such as catches, workable from each side of the bulkhead. 

(h) Hand-operated sliding doors (Class 2) may have a horizontal or vertical 
motion. It shall be possible to operate the mechanism at the door itself from 
either side, and in addition, from an accessible position above the bulkhead deck, 
with an all round crank motion, or some other movement providing the same 
guarantee of safety and of an approved type. Departures from the requirement 
of operation on both sides may be allowed, if this requirement is impossible 
owing to the layout of the spaces. When operating a hand gear the time necessary 
for the complete closure of the door with the vessel upright, shall not exceed 
90 seconds. 

(i) (i) Power-operated sliding doors (Class 3) may have a vertical or 
horizontal motion. If a door is required to be power-operated from a 
central control, the gearing shall be so arranged that the door can be 
operated by power also at the door itself from both sides. The 
arrangement shall be such that the door will close automatically if 
opened by local control after being closed from the central control, 
and also such that any door can be kept closed by local systems which 
will prevent the door from being opened from the upper control. 
Local control handles in connexion with the power gear shall be 
provided each side of the bulkhead and shall be so arranged as to 
enable persons passing through the doorway to hold both handles in 
the open position without being able to set the closing mechanism in 
operation accidentally. Power-operated sliding doors shall be 
provided with hand gear workable at the door itself on either side and 
from an accessible position above the bulkhead deck, with an all 
round crank motion or some other movement providing the same 
guarantee of safety and of an approved type. Provision shall be made 
to give warnings by sound signal that the door has begun to close and 
will continue to move until it is completely closed. The door shall 
take a sufficient time to close to ensure safety. 

(ii) There shall be at least two independent power sources capable of 
opening and closing all the doors under control, each of them 
capable of operating all the doors simultaneously. The two power 
sources shall be controlled from the central station on the bridge 
provided with all thejnecessary indicators for checking that each of 
the two power sources is capable of giving the required service 
satisfactorily. 
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(iii) In the case of hydraulic operation, each power source shall consist 

of a pump capable of closing all doors in not more than 60 seconds. 
In addition, there shall be for the whole installation hydraulic 
accumulators of sufficient capacity to operate all the doors at least 
three times, i.e., closed-open-closed. The fluid used shall be one 
which does not freeze at any of the temperatures liable to be en­
countered by the ship during its service. 

(j) (i) Hinged watertight doors (Class 1) in passenger, crew and working 
spaces are only permitted above a deck the underside of which, at its 
lowest point at side, is at least 2.13 metres (7 feet) above the deepest 
subdivision load line. 

(ii) Watertight doors, the sills of which are above the deepest load line 
and below the line specified in the preceding sub-paragraph shall be 
sliding doors and may be hand-operated (Class 2), except in vessels 
engaged on short international voyages and required to have a factor 
of subdivision of .50 or less in which all such doors shall be power-
operated. When trunkways in connexion with refrigerated cargo and 
ventilation or forced draught ducts are carried through more than one 
main watertight subdivision bulkhead, the doors at such openings 
shall be operated by power. 

(k) (i) Watertight doors which may sometimes be opened at sea, and the 
sills of which are below the deepest subdivision load line shall be 
sliding doors. The following rules shall apply: 
(1) when the number of such doors (excluding doors at entrances to 

shaft tunnels) exceeds five, all of these doors and those at the 
entrance to shaft tunnels or ventilation or forced draught ducts, 
shall be power-operated (Class 3) and shall be capable of being 
simultaneously closed from a central station situated on the 
bridge; 

(2) when the number of such doors (excluding doors at entrances to 
shaft tunnels) is greater than one, but does not exceed five, 
(a) where the ship has no passenger spaces below the bulkhead 

deck, all the above-mentioned doors may be hand-operated 
(Class 2); 

(b) where the ship has passenger spaces below the bulkhead 
deck all the above-mentioned doors shall be power-operated 
(Class 3) and shall be capable of being simultaneously 
closed from a central station situated on the bridge; 

(3) in any ship where there are only two such watertight doors and 
they are into or within the space containing machinery, the 
Administration may allow these two doors to be hand-operated 
only (Class 2). 

(ii) If sliding watertight doors which have sometimes to be open at sea for 
the purpose of trimming coal are fitted between bunkers in the 
between decks below the bulkhead deck, these doors shall be operated 
by power. The opening and closing of these doors shall be recorded in 
such log book as may be prescribed by the Administration. 
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(1) (i) If the Administration is satisfied that such doors are essential, water­
tight doors of satisfactory construction may be fitted in watertight 
bulkheads dividing cargo between deck spaces. Such doors may be 
hinged, rolling or sliding doors but shall not be remotely controlled. 
They shall be fitted at the highest level and as far from the shell 
plating as practicable, but in no case shall the outboard vertical edges 
be situated at a distance from the shell plating which is less than one-
fifth of the breadth of the ship, as defined in Regulation 2 of this 
Chapter, such distance being measured at right angles to the centre 
line of the ship at the level of the deepest subdivision load line. 

(ii) Such doors shall be closed before the voyage commences and shall be 
kept closed during navigation; and the time of opening such doors in 
port and of closing them before the ship leaves port shall be entered 
in the log book. Should any of the doors be accessible during the 
voyage, they shall be fitted with a device which prevents unauthorized 
opening. When it is proposed to fit such doors, the number and 
arrangements shall receive the special consideration of the Admini­
stration. 

(m) Portable plates on bulkheads shall not be permitted except in machinery 
spaces. Such plates shall always be in place before the ship leaves port, and shall 
not be removed during navigation except in case of urgent necessity. The 
necessary precautions shall be taken in replacing them to ensure that the joints 
shall be watertight. 

(n) All watertight doors shall be kept closed during navigation except when 
necessarily opened for the working of the ship, and shall always be ready to be 
immediately closed. 

(o) (i) Where trunkways or tunnels for access from crew accommodation to 
the stokehold, for piping, or for any other purpose are carried through 
main transverse watertight bulkheads, they shall be watertight and in 
accordance with the requirements of Regulation 16 of this Chapter. 
The access to at least one end of each such tunnel or trunkway, if used 
as a passage at sea, shall be through a trunk extending watertight to a 
height sufficient to permit access above the margin line. The access to 
the other end of the trunkway or tunnel may be through a watertight 
door of the type required by its location in the ship. Such trunkways or 
tunnels shall not extend through the first subdivision bulkhead abaft 
the collision bulkhead. 

(ii) Where it is proposed to fit tunnels or trunkways for forced draught, 
piercing main transverse watertight bulkheads, these shall receive the 
special consideration of the Administration. 

Regulation 14 

Openings in the Shell Plating below the Margin Line 

(a) The number of openings in the shell plating shall be reduced to the 
minimum compatible with the design and proper working of the ship. 
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(b) The arrangement and efficiency of the means for closing any opening in the 
shell plating shall be consistent with its intended purpose and the position in 
which it is fitted and generally to the satisfaction of the Administration. 

(c) (i) If in a between decks, the sills of any sidescuttles are below a line 
drawn parallel to the bulkhead deck at side and having its lowest 
point 2\ per cent of the breadth of the ship above the deepest sub­
division load line, all sidescuttles in that between deck shall be of the 
non-opening type. 

(ii) All sidescuttles the sills of which are below the margin line, other than 
those required to be of a non-opening type by sub-paragraph (i) of 
this paragraph, shall be of such construction as will effectively 
prevent any person opening them without the consent of the master 
of the ship. 

(iii) (1) Where in a between decks, the sills of any of the sidescuttles 
referred to in sub-paragraph (ii) of this paragraph are below a 
line drawn parallel to the bulkhead deck at side and having its 
lowest point 1.37 metres (4£ feet) plus 2\ per cent of the breadth 
of the ship above the water when the ship departs from any port, 
all the sidescuttles in that between decks shall be closed water­
tight and locked before the ship leaves port, and they shall not 
be opened before the ship arrives at the next port. In the 
application of this sub-paragraph the appropriate allowance for 
fresh water may be made when applicable. 

(2) The time of opening such sidescuttles in port and of closing and 
locking them before the ship leaves port shall be entered in such 
log book as may be prescribed by the Administration. 

(3) For any ship that has one or more sidescuttles so placed that the 
requirements of clause (1) of this sub-paragraph would apply 
when she was floating at her deepest subdivision load line, the 
Administration may indicate the limiting mean draught at which 
these sidescuttles will have their sills above the line drawn 
parallel to the bulkhead deck at side, and having its lowest point 
1.37 metres (4£ feet) plus 2\ per cent of the breadth of the ship 
above the water-line corresponding to the limiting mean draught, 
and at which it will therefore be permissible to depart from port 
without previously closing and locking them and to open them 
at sea on the responsibility of the master during the voyage to 
the next port. In tropical zones as defined in the International 
Convention respecting Load Lines in force, this limiting draught 
may be increased by 0.305 metres (1 foot). 

(d) Efficient hinged inside deadlights arranged so that they can be easily and 
effectively closed and secured watertight shall be fitted to all sidescuttles except 
that abaft one-eighth of the ship's length from the forward perpendicular and 
above a line drawn parallel to the bulkhead deck at side and having its lowest 
point at a height of 3.66 metres (12 feet) plus 2\ per cent of the breadth of the 
ship above the deepest subdivision load line, the deadlights may be portable in 
passenger accommodation other than that for steerage passengers, unless the 
deadlights are required by the International Convention respecting Load Lines 
in force to be permanently attached in their proper positions. Such portable 
deadlights shall be stowed adjacent to the sidescuttles they serve. 
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(e) Sidescuttles and their deadlights, which will not be accessible during 
navigation, shall be closed and secured before the ship leaves port. 

(f) (i) No sidescuttles shall be fitted in any spaces which are appropriated 
exclusively to the carriage of cargo or coal. 

(ii) Sidescuttles may, however, be fitted in spaces appropriated alterna­
tively to the carriage of cargo or passengers, but they shall be of such 
construction as will effectively prevent any person opening them or 
their deadlights without the consent of the master of the ship. 

(iii) If cargo is carried in such spaces, the sidescuttles and their dead­
lights shall be closed watertight and locked before the cargo is 
shipped and such closing and locking shall be recorded in such log 
book as may be prescribed by the Administration. 

(g) Automatic ventilating sidescuttles shall not be fitted in the shell plating 
below the margin line without the special sanction of the Administration. 

(h) The number of scuppers, sanitary discharges and other similar openings 
in the shell plating shall be reduced to the minimum either by making each dis­
charge serve for as many as possible of the sanitary and other pipes, or in any 
other satisfactory manner. 

(i) (i) All inlets and discharges in the shell plating shall be fitted with 
efficient and accessible arrangements for preventing the accidental 
admission of water into the ship. Lead or other heat sensitive materials 
shall not be used for pipes fitted outboard of shell valves in inlets or 
discharges, or any other application where the deterioration of such 
pipes in the-event of fire would give rise to danger of flooding. 

(ii) (1) Except as provided in sub-paragraph (iii) of this paragraph, 
each separate discharge led through the shell plating from spaces 
below the margin line shall be provided either with one auto­
matic non-return valve fitted with a positive means of closing it 
from above the bulkhead deck, or, alternatively, with two 
automatic non-return valves without such means, the upper of 
which is so situated above the deepest subdivision load line as 
to be always accessible for examination under service conditions, 
and is of a type which is normally closed. 

(2) Where a valve with positive means of closing is fitted, the 
operating position above the bulkhead deck shall always be 
readily accessible, and means shall be provided for indicating 
whether the valve is open or closed. 

(iii) Main and auxiliary sea inlets and discharges in connexion with 
machinery shall be fitted with readily accessible cocks or valves 
between the pipes and shell plating or between the pipes and fabri­
cated boxes attached to the shell plating. 

(j) (i) Gangway, cargo and coaling ports fitted below the margin line shall 
be of sufficient strength. They shall be effectively closed and secured 
watertight before the ship leaves port, and shall be kept closed during 
navigation. 
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(ii) Such ports shall be in no case fitted so as to have their lowest point 

below the deepest subdivision load line. 
(k) (i) The inboard opening of each ash-shoot, rubbish-shoot, etc. shall be 

fitted with an efficient cover. 
(ii) If the inboard opening is situated below the margin line, the cover 

shall be watertight, and in addition an automatic non-return valve 
shall be fitted in the shoot in an easily accessible position above the 
deepest subdivision load line. When the shoot is not in use both the 
cover and the valve shall be kept closed and secured. 

Regulation 15 
Construction and Initial Tests of Watertight Doors, Sidescuttles, etc. 

(a) (i) The design, materials and construction of all watertight doors, side-
scuttles, gangway, cargo and coaling ports, valves, pipes, ash-shoots 
and rubbish-shoots referred to in these Regulations shall be to the 
satisfaction of the Administration. 

(ii) The frames of vertical watertight doors shall have no groove at the 
bottom in which dirt might lodge and prevent the door closing 
properly. 

(iii) All cocks and valves for sea inlets and discharges below the bulkhead 
deck and all fittings outboard of such cocks and valves shall be made 
of steel, bronze or other approved ductile material. Ordinary cast 
iron or similar materials shall not be used. 

(b) Each watertight door shall be tested by water pressure to a head up to the 
bulkhead deck. The test shall be made before the ship is put in service, either 
before or after the door is fitted. 

Regulation 16 
Construction and Initial Tests of Watertight Decks, Trunks, etc. 

(a) Watertight decks, trunks, tunnels, duct keels and ventilators shall be of the 
same strength as watertight bulkheads at corresponding levels. The means used 
for making them watertight, and the arrangements adopted for closing openings 
in them, shall be to the satisfaction of the Administration. Watertight ventilators 
and trunks shall be carried at least up to the bulkhead deck. 
(b) After completion, a hose or flooding test shall be applied to watertight 
decks and a hose test to watertight trunks, tunnels and ventilators. 

Regulation 17 

Watertight Integrity above the Margin Line 
(a) The Administration may require that all reasonable and practicable 
measures shall be taken to limit the entry and spread of water above the bulkhead 
deck. Such measures may include partial bulkheads or webs. When partial 
watertight bulkheads and webs are fitted on the bulkhead deck, above or in the 
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immediate vicinity of main subdivision bulkheads, they shall have watertight 
shell and bulkhead deck connexions so as to restrict the flow of water along the 
deck when the ship is in a heeled damaged condition. Where the partial water­
tight bulkhead does not line up with the bulkhead below, the bulkhead deck 
between shall be made effectively watertight. 
(b) The bulkhead deck or a c ?ck above it shall be weathertight in the sense 
that in ordinary sea conditions water will not penetrate in a downward direction. 
All openings in the exposed weather deck shall have coamings of ample height 
and strength and shall be provided with efficient means for expeditiously closing 
them weathertight. Freeing ports, open rails and/or scuppers shall be fitted as 
necessary for rapidly clearing the weather deck of water under all weather 
conditions. 
(c) Sidescuttles, gangway, cargo and coaling ports and other means for closing 
openings in the shell plating above the margin line shall be of efficient design and 
construction and of sufficient strength having regard to the spaces in which they 
are fitted and their positions relative to the deepest subdivision load line. 
(d) Efficient inside deadlights, arranged so ί hat they can be easily and effectively 
closed and secured watertight, shall be provided for all sidescuttles to spaces 
below the first deck above the bulkhead deck. 

Regulation 18 
Bilge Pumping Arrangements in Passenger Ships 

(a) Ships shall be provided with an efficient bilge pumping plant capable of 
pumping from and draining any watertight compartment which is neither a 
permanent oil compartment nor a permanent water compartment under all 
practicable conditions after a casualty whether the ship is upright or listed. For 
this purpose wing suctions will generally be necessary except in narrow com­
partments at the ends of the ship, where one suction may be sufficient. In 
compartments of unusual form, additional suctions may be required. Arrange­
ments shall be made whereby water in the compartment may find its way to the 
suction pipes. Where in relation to particular compartments the Administration 
is satisfied that the provision of drainage may be undesirable, it may allow such 
provision to be dispensed with if calculations made in accordance with the 
conditions laid down in paragraph (b) of Regulation 7 of this Chapter show that 
the safety of the ship will not be impaired. Efficient means shall be provided for 
draining water from insulated holds. 
(b) (i) Ships shall have at least three power pumps connected to the bilge 

main, one of which may be attached to the propelling unit. Where the 
criterion numeral is 30 or more, one additional independent power 
pump shall be provided. 

(ii) The requirements are summarized in the following table: 

Criterion numeral 

Main engine pump (may be re­
placed by one independent 
pump) 

Independent pumps 

Less than 30 

1 
2 

30 and over 

1 
3 
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(iii) Sanitary, ballast and general service pumps may be accepted as 
independent power bilge pumps if fitted with the necessary con­
nexions to the bilge pumping system. 

(c) Where practicable, the power bilge pumps shall be placed in separate 
watertight compartments so arranged or situated that these compartments will 
not readily be flooded by the same damage. If the engines and boilers are in two 
or more watertight compartments, the pumps available for bilge service shall be 
distributed throughout these compartments as far as is possible. 

(d) On ships 91.5 metres (300 feet) or more in length or having a criterion 
numeral of 30 or more, the arrangements shall be such that at least one power 
pump shall be available for use in all ordinary circumstances in which a ship may 
be flooded at sea. This requirement will be satisfied if: 

(i) one of the required pumps is an emergency pump of a reliable sub­
mersible type having a source of power situated above the bulkhead 
deck; or 

(ii) the pumps and their sources of power are so disposed throughout the 
length of the ship that under any condition of flooding which the ship 
is required to withstand, at least one pump in an undamaged com­
partment will be available. 

(e) With the exception of additional pumps which may be provided for peak 
compartments only, each required bilge pump shall be arranged to draw water 
from any space required to be drained by paragraph (a) of this Regulation. 

(f) (i) Each power bilge pump shall be capable of giving a speed of water 
through the required main bilge pipe of not less than 122 metres 
(400 feet) per minute. Independent power bilge pumps situated in 
machinery spaces shall have direct suctions from these spaces, except 
that not more than two such suctions shall be required in any one 
space. Where two or more such suctions are provided there shall be at 
least one on the port side and one on the starboard side. The Admini­
stration may require independent power bilge pumps situated in other 
spaces to have separate direct suctions. Direct suctions shall be 
suitably arranged and those in a machinery space shall be of a dia­
meter not less than that required for the bilge main. 

(ii) In coal-burning ships there shall be provided in the stokehold, in 
addition to the other suctions required by this Regulation, a flexible 
suction hose of suitable diameter and sufficient length, capable of 
being connected to the suction side of an independent power pump. 

(g) (i) In addition to the direct bilge suction or suctions required by 
paragraph (f) of this Regulation there shall be in the machinery space 
a direct suction from the main circulating pump leading to the 
drainage level of the machinery space and fitted with a non-return 
valve. The diameter of this direct suction pipe shall be at least two-
thirds of the diameter of the pump inlet in the case of steamships, and 
of the same diameter as the pump inlet in the case of motorships. 

(ii) Where in the opinion of the Administration the main circulating 
pump is not suitable for this purpose, a direct emergency bilge 
suction shall be led from the largest available independent power 
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driven pump to the drainage level of the machinery space; the suction 
shall be of the same diameter as the main inlet of the pump used. The 
capacity of the pump so connected shall exceed that of a required 
bilge pump by an amount satisfactory to the Administration. 

(iii) The spindles of the sea inlet and direct suction valves shall extend 
well above the engine room platform. 

(iv) Where the fuel is, or may be, coal and there is no watertight bulkhead 
between the engines and the boilers, a direct discharge overboard or 
alternatively a by­pass to the circulating pump discharge, shall be 
fitted from any circulating pump used in compliance with sub­
paragraph (i) of this paragraph. 

(h) (i) All pipes from the pumps which are required for draining cargo or 
machinery spaces shall be entirely distinct from pipes which may be 
used for filling or emptying spaces where water or oil is carried. 

(ii) All bilge pipes used in or under coal bunkers or fuel storage tanks or 
in boiler or machinery spaces, including spaces in which oil­settling 
tanks or oil fuel pumping units are situated, shall be of steel or other 
approved material. 

(i) The diameter of the bilge main shall be calculated according to the follow­
ing formulae provided that the actual internal diameter of the bilge main may be 
of the nearest standard size acceptable to the Administration: 

d = 1.68A/L(B + D) + 25 

where: d = internal diameter of the bilge main in millimetres, 
L and Β are the length and the breadth of the ship in metres, as 
defined in Regulation 2 of this Chapter, and 
D = moulded depth of the ship to bulkhead deck in metres; 

or 
/UBTT5) 

V 2,500 + 

where: d = internal diameter of the bilge main in inches, 
L and Β are the length and the breadth of the ship in feet, as 
defined in Regulation 2 of this Chapter, and 
D = moulded depth of the ship to bulkhead deck in feet. 

The diameter of the bilge branch pipes shall be determined by rules to be made 
by the Administration. 
(j) The arrangement of the bilge and ballast pumping system shall be such as 
to prevent the possibility of water passing from the sea and from water ballast 
spaces into the cargo and machinery spaces, or from one compartment to 
another. Special provision shall be made to prevent any deep tank having bilge 
and ballast connexions being inadvertently run up from the sea when containing 
cargo, or pumped out through a bilge pipe when containing water ballast. 

(k) Provision shall be made to prevent the compartment served by any bilge 
suction pipe being flooded in the event of the pipe being severed, or otherwise 
damaged by collision or grounding in any other compartment. For this purpose, 
where the pipe is at any part situated nearer the side of the ship than one­fifth the 
breadth of the ship (measured at right angles to the centre line at the level of the 
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deepest subdivision load line), or in a duct keel, a non-return valve shall be fitted 
to the pipe in the compartment containing the open end. 

(1) All the distribution boxes, cocks and valves in connexion with the bilge 
pumping arrangements shall be in positions which are accessible at all times 
under ordinary circumstances. They shall be so arranged that, in the event of 
flooding, one of the bilge pumps may be operative on any compartment; in 
addition, damage to a pump or its pipe connecting to the bilge main outboard of 
a line drawn at one-fifth of the breadth of the ship shall not put the bilge system 
out of action. If there is only one system of pipes common to all the pumps, the 
necessary cocks or valves for controlling the bilge suctions must be capable of 
being operated from above the bulkhead deck. Where in addition to the main 
bilge pumping system an emergency bilge pumping system is provided, it shall be 
independent of the main system and so arranged that a pump is capable of 
operating on any compartment under flooding conditions; in that case only the 
cocks and valves necessary for the operation of the emergency system need be 
capable of being operated from above the bulkhead deck. 

(m) All cocks and valves mentioned in paragraph (1) of this Regulation which 
can be operated from above the bulkhead deck shall have their controls at their 
place of operation clearly marked and provided with means to indicate whether 
they are open or closed. 

Regulation 19 

Stability Information for Passenger Ships and Cargo Ships* 

(a) Every passenger ship and cargo ship shall be inclined upon its completion 
and the elements of its stability determined. The master shall be supplied with 
such reliable information as is necessary to enable him by rapid and simple 
processes to obtain accurate guidance as to the stability of the ship under varying 
conditions of service, and a copy shall be furnished to the Administration. 

(b) Where any alterations are made to a ship so as to materially affect the 
stability information supplied to the master, amended stability information shall 
be provided. If necessary the ship shall be re-inclined. 

(c) The Administration may allow the inclining test of an individual ship to be 
dispensed with provided basic stability data are available from the inclining test 
of a sister ship and it is shown to the satisfaction of the Administration that 
reliable stability information for the exempted ship can be obtained from such 
basic data. 

(d) The Administration may also allow the inclining test of an individual ship 
or class of ships, especially designed for the carriage of liquids or ore in bulk, to 
be dispensed with when reference to existing data for similar ships clearly 
indicates that due to the ship's proportions and arrangements more than sufficient 
metacentric height will be available in all probable loading conditions. 

Reference is made to the Recommendation on Intact Stability for Passenger and Cargo 
Ships under 100 metres in length, adopted by the Organization by Resolution A. 167 
(ES.IV) and Amendments to this Recommendation, adopted by the Organization by 
Resolution A.206(VI1). 
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Regulation 20 

Damage Control Plans 

There shall be permanently exhibited, for the guidance cf the officer in 
charge of the ship, plans showing clearly for each deck and hold the boundaries 
of the watertight compartments, the openings therein with the means of closure 
and position of any controls thereof, and the arrangements for the correction of 
any list due to flooding. In addition, booklets containing the aforementioned 
information shall be made available to the officers of the ship. 

Regulation 21 

Marking, Periodical Operation and Inspection of Watertight Doors, etc. 

(a) This Regulation applies to new and existing ships. 

(b) Drills for the operating of watertight doors, sidescuttles, valves and closing 
mechanisms of scuppers, ash-shoots and rubbish-shoots shall take place weekly. 
In ships in which the voyage exceeds one week in duration a complete drill shall 
be held before leaving port, and others thereafter at least once a week during the 
voyage. In all ships all watertight power doors and hinged doors, in main 
transverse bulkheads, in use at sea, shall be operated daily. 

(c) (i) The watertight doors and all mechanisms and indicators connected 
therewith, all valves the closing of which is necessary to make a 
compartment watertight, and all valves the operation of which is 
necessary for damage control cross connexions shall be periodically 
inspected at sea at least once a week. 

(ii) Such valves, doors and mechanisms shall be suitably marked to 
ensure that they may be properly used to provide maximum safety. 

Regulation 22 

Entries in Log 

(a) This Regulation applies to new and existing ships. 

(b) Hinged doors, portable plates, sidescuttles, gangway, cargo and coaling 
ports and other openings, which are required by these Regulations to be kept 
closed during navigation, shall be closed before the ship leaves port. The time of 
closing and the time of opening (if permissible under these Regulations) shall 
be recorded in such log book as may be prescribed by the Administration. 

(c) A record of all drills and inspections required by Regulation 21 of this 
Chapter shall be entered in the log book with an explicit record of any defects 
which may be disclosed. 
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PART C - MACHINERY AND ELECTRICAL INSTALLATIONS* 
(Part C applies to passenger ships and cargo ships) 

Regulation 23 

General 

(a) Electrical installations in passenger ships shall be such that: 
(i) services essential for safety will be maintained under various emer­

gency conditions; and 
(ii) the safety of passengers, crew and ship from electrical hazards will be 

assured. 

(b) Cargo ships shall comply with Regulations 26, 27, 28, 29, 30 and 32 of this 
Chapter. 

Regulation 24 

Main Source of Electrical Power in Passenger Ships 

(a) Every passenger ship, the electrical power of which constitutes the only 
means of maintaining the auxiliary services indispensable for the propulsion and 
the safety of the ship, shall be provided with at least two main generating sets. 
The power of these sets shall be such that it shall still be possible to ensure the 
functioning of the services referred to in sub-paragraph (a)(i) of Regulation 23 of 
this Chapter in the event of any one of these generating sets being stopped. 

(b) In a passenger ship where there is only one main generating station, the 
main switchboard shall be located in the same main fire zone. Where there is 
more than one main generating station, it is permissible to have only one main 
switchboard. 

Regulation 25 

Emergency Source of Electrical Power in Passenger Ships 

(a) There shall be above the bulkhead deck and outside the machinery casings 
a self-contained emergency source of electrical power. Its location in relation to 
the main source or sources of electrical power shall be such as to ensure to the 
satisfaction of the Administration that a fire or other casualty to the machinery 
space as defined in paragraph (h) of Regulation 2 of this Chapter will not interfere 
with the supply or distribution of emergency power. It shall not be forward of the 
collision bulkhead. 

(b) The power available shall be sufficient to supply all those services that arc, 
in the opinion of the Administration, necessary for the safety of the passengers 

Reference is made to the Recommendation on Safety Measures for Periodically Un­
attended Machinery Spaces of Cargo Ships additional to those normally considered 
necessary for an Attended Machinery Space, adopted by the Organization by Resolution 
A.211(VII). 
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and the crew in an emergency, due regard being paid to such services as may 
have to be operated simultaneously. Special consideration shall be given to 
emergency lighting at every boat station on deck and oversides, in all alleyways, 
stairways and exits, in the machinery spaces and in the control stations as defined 
in paragraph (r) of Regulation 3 of Chapter II—2, to the sprinkler pump, to 
navigation lights, and to the daylight signalling lamp if operated from the main 
source of power. The power shall be adequate for a period of 36 hours, except 
that, in the case of ships engaged regularly on voyages of short duration, the 
Administration may accept a lesser supply if satisfied that the same standard of 
safety would be attained. 

(c) The emergency source of power may be either: 
(i) a generator driven by a suitable prime-mover with an independent 

fuel supply and wiih approved starting arrangements; the fuel used 
shall have a flashpoint of not less than 43°C (110°F); or 

(ii) an accumulator (storage) battery capable of carrying the emergency 
load without recharging or excessive voltage drop. 

(d) (i) Where the emergency source of power is a generator there shall be 
provided a temporary source of emergency power consisting of an 
accumulator battery of sufficient capacity: 
(1) to supply emergency lighting continuously for half an hour; 
(2) to close the watertight doors (if electrically operated) but not 

necessarily to close them all simultaneously; 
(3) to operate the indicators (if electrically operated) which show 

whether power-operated watertight doors are open or closed; 
and 

(4) to operate the sound signals (if electrically operated) which give 
warning that power-operated watertight doors are about to 
close. 

The arrangements shall be such that the temporary source of emer­
gency power will come into operation automatically in the event of 
failure of the main electrical supply. 

(ii) Where the emergency source of power is an accumulator battery, 
arrangements shall be made to ensure that emergency lighting will 
automatically come into operation in the event of failure of the main 
lighting supply. 

(e) An indicator shall be mounted in the machinery space, preferably on the 
main switchboard, to indicate when any accumulator battery fitted in accordance 
with this Regulation is being discharged. 
(f) (i) The emergency switchboard shall be installed as near as is practicable 

to the emergency source of power. 
(ii) Where the emergency source of power is a generator, the emergency 

switchboard shall be located in the same space as the emergency 
source of power, unless the operation of the emergency switchboard 
would thereby be impaired. 
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(iii) No accumulator battery fitted in accordance with this Regulation 
shall be installed in the same space as the emergency switchboard. 

(iv) The Administration may permit the emergency switchboard to be 
supplied from the main switchboard in normal operation. 

(g) Arrangements shall be such that the complete emergency installation will 
function when the ship is inclined 22^ degrees and/or when the trim of the ship is 
10 degrees. 

(h) Provision shall be made for the periodic testing of the emergency source of 
power and the temporary source of power, if provided, which shall include the 
testing of automatic arrangements. 

Regulation 26 

Emergency Source of Electrical Power in Cargo Ships 

(a) Cargo ships of 5,000 Tons Gross Tonnage and upwards 
(i) In cargo ships of 5,000 tons gross tonnage and upwards there shall 

be a self-contained emergency source of power, located to the 
satisfaction of the Administration above the uppermost continuous 
deck and outside the machinery casings, to ensure its functioning in 
the event of fire or other casualty causing failure to the main electrical 
installation. 

(ii) The power available shall be sufficient to supply all those services 
which are, in the opinion of the Administration, necessary for the 
safety of all on board in an emergency, due regard being paid to such 
services as may have to be operated simultaneously. Special con­
sideration shall be given to: 
(1) emergency lighting at every boat station on deck and oversides, 

in all alleyways, stairways and exits, in the main machinery 
space and main generating set space, on the navigating bridge 
and in the chartroom; 

(2) the general alarm; and 
(3) navigation lights if solely electric, and the daylight signalling 

lamp if operated by the main source of electrical power. 
The power shall be adequate for a period of 6 hours. 

(iii) The emergency source of power may be either: 
(1) an accumulator (storage) battery capable of carrying the 

emergency load without recharging or excessive voltage drop; 
or 

(2) a generator driven by a suitable prime-mover with an in­
dependent fuel supply and with starting arrangements to the 
satisfaction of the Administration. The fuel used shall have a 
flashpoint of not less than 43°C (110°F). 

(iv) Arrangements shall be such that the complete emergency installation 
will function, yvhen the ship is inclined 22£ degrees and/or when the 
trim of the ship is 10 degrees. 
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(ν) Provision shall be made for the periodic testing of the complete 
emergency installation. 

Cargo ships of less than 5,000 Tons Gross Tonnage 
(i) In cargo ships of less than 5,000 tons gross tonnage there shall be a 

self­contained emergency source of power located to the satisfaction 
of the Administration, and capable of supplying the illumination at 
launching stations and stowage positions of survival craft prescribed 
in sub­paragraphs (a)(ii), (b)(ii) and (b)(iii) of Regulation 19 of 
Chapter III, and in addition such other services as the Administration 
may require, due regard being paid to Regulation 38 of Chapter III. 

(ii) The power available shall be adequate for a period of at least 3 hours. 
(iii) These ships shall also be subject to sub­paragraphs (iii), (iv), and (v) 

of paragraph (a) of this Regulation. 

Regulation 27 

Precautions against Shock, Fire and other Hazards of Electrical Origin 

Passenger Ships and Cargo Ships 
(i) (1) All exposed metal parts of electrical machines or equipment 

which are not intended to be "live" but are liable to become 
"live" under fault conditions, shall be earthed (grounded); and 
all electrical apparatus shall be so constructed and so installed 
that danger of injury in ordinary handling shall not exist. 

(2) Metal frames of all portable electric lamps, tools and similar 
apparatus, supplied as ship's equipment and rated in excess of 
a safety voltage to be prescribed by the Administration shall be 
earthed (grounded) through a suitable conductor, unless 
equivalent provisions are made such as by double insulation 
or by an isolating transformer. The Administration may 
require additional special precautions for electric lamps, tools 
or similar apparatus for use in damp spaces. 

(ii) Main and emergency switchboards shall be so arranged as to give 
easy access back and front, without danger to attendants. The sides 
and backs and, where necessary, the fronts of switchboards shall be 
suitably guarded. There shall be non­conducting mats or gratings 
front and rear where necessary. Exposed current­carrying parts at 
voltages to earth (ground) exceeding a voltage to be specified by the 
Administration shall not be installed on the face of any switchboard 
or control panel. 

(iii) (1) Where the hull return system of distribution is used, special 
precautions shall be taken to the satisfaction of the Admini­
stration. 

(2) Hull return shall not be used in tankers. 

(iv) (1) All metal sheaths and armour of cables shall be electrically 
continuous and shall be earthed (grounded). 
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(2) Where the cables are neither sheathed nor armoured and there 

might be a risk of fire in the event of an electrical fault, pre­
cautions shall be required by the Administration. 

(v) Lighting fittings shall be arranged to prevent temperature rises that 
would be injurious to the wiring, and to prevent surrounding 
material from becoming excessively hot. 

(vi) Wiring shall be supported in such a manner as to avoid chafing or 
other injury. 

(vii) Each separate circuit shall be protected against short circuit. Each 
separate circuit shall also be protected against overload, except in 
accordance with Regulation 30 of this Chapter or where the 
Administration grants an exemption. The current-carrying capacity 
of each circuit shall be permanently indicated, together with the 
rating or setting of the appropriate overload protective device. 

(viii) Accumulator batteries shall be suitably housed, and compartments 
used primarily for their accommodation shall be properly con­
structed and efficiently ventilated. 

Passenger Ships only 
(i) Distribution systems shall be so arranged that fire in any main fire 

zone will not interfere with essential services in any other main fire 
zone. This requirement will be met if main and emergency feeders 
passing through any zone are separated both vertically and hori­
zontally as widely as is practicable. 

(ii) Electric cables shall be of a flame retarding type to the satisfaction of 
the Administration. The Administration may require additional 
safeguards for electric cables in particular spaces of the ship with a 
view to the prevention of fire or explosion. 

(iii) In spaces where inflammable mixtures are liable to collect, no 
electrical equipment shall be installed unless it is of a type which will 
not ignite the mixture concerned, such as flameproof (explosion 
proof) equipment. 

(iv) A lighting circuit in a bunker or hold shall be provided with an 
isolating switch outside the space. 

(v) Joints in all conductors except for low voltage communication 
circuits shall be made only injunction or outlet boxes. All such boxes 
or wiring devices shall be so constructed as to prevent the spread of 
fire from the box or device. Where splicing is employed it shall only 
be by an approved method such that it retains the original mechanical 
and electrical properties of the cable. 

(vi) Wiring systems for interior communications essential for safety and 
for emergency alarm systems shall be arranged to avoid galleys, 
machinery spaces and other enclosed spaces having a high risk of fire 
except in so far as it is necessary to provide communication or to 
give alarm within those spaces. In the case of ships the construction 
and small size of which do not permit of compliance with these 
requirements, measures satisfactory to the Administration shall be 
taken to ensure efficient protection for these wiring systems where 
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they pass through galleys, machinery spaces and other enclosed 
spaces having a high risk of fire. 

(c) Cargo Ships only 
Devices liable to arc shall not be installed in any compartment assigned 

principally to accumulator batteries unless the devices are flameproof (explosion 
proof). 

Regulation 28 

Means of Going Astern 

(a) Passenger Ships and Cargo Ships 
Ships shall have sufficient power for going astern to secure proper control 

of the ship in all normal circumstances. 

(b) Passenger Ships only 
The ability of the machinery to reverse the direction of thrust of the 

propeller in sufficient time, under normal manoeuvring conditions, and so to 
bring the ship to rest from maximum ahead service speed shall be demonstrated 
at the initial survey. 

Regulation 29 

Steering Gear* 

(a) Passenger Ships and Cargo Ships 
(i) Ships shall be provided with a main steering gear and an auxiliary 

steering gear to the satisfaction of the Administration. 
(ii) The main steering gear shall be of adequate strength and sufficient 

to steer the ship at maximum service speed. The main steering gear 
and rudder stock shall be so designed that they are not damaged at 
maximum astern speed. 

(iii) The auxiliary steering gear shall be of adequate strength and 
sufficient to steer the ship at navigable speed and capable of being 
brought speedily into action in an emergency. 

(iv) The exact position of the rudder, if power operated, shall be indicated 
at the principal steering station. 

(b) Passenger Ships only 
(i) The main steering gear shall be capable of putting the rudder over 

from 35 degrees on one side to 35 degrees on the other side with the 
ship running ahead at maximum service speed. The rudder shall be 
capable of being put over from 35 degrees on either side to 30 degrees 
on the other side in 28 seconds at maximum service speed. 

* Reference is made to the Recommendation on Steering Gear for Large Ships, adopted 
by the Organization by Resolution A.210(VII). 
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(ii) The auxiliary steering gear shall be operated by power in any case 
in which the Administration would require a rudder stock of over 
228.6 millimetres (9 inches) diameter in way of the tiller. 

(iii) Where main steering gear power units and their connexions are 
fitted in duplicate to the satisfaction of the Administration, and each 
power unit enables the steering gear to meet the requirements of 
sub-paragraph (i) of this paragraph, no auxiliary steering gear need 
be required. 

(iv) Where the Administration would require a rudder stock with a 
diameter in way of the tiller exceeding 228.6 millimetres (9 inches) 
there shall be provided an alternative steering station located to the 
satisfaction of the Administration. The remote steering control 
systems from the principal and alternative steering stations shall be so 
arranged to the satisfaction of the Administration that failure of 
either system would not result in inability to steer the ship by means 
of the other system. 

(v) Means satisfactory to the Administration shall be provided to enable 
orders to be transmitted from the bridge to the alternative steering 
station. 

(c) Cargo Ships only 
(i) The auxiliary steering gear shall be operated by power in any case in 

which the Administration would require a rudder stock of over 
355.6 millimetres (14 inches) diameter in way of the tiller. 

(ii) Where power-operated steering gear units and connexions are fitted 
in duplicate to the satisfaction of the Administration, and each unit 
complies with sub-paragraph (iii) of paragraph (a) of this Regulation, 
no auxiliary steering gear need be required, provided that the 
duplicate units and connexions operating together comply with sub­
paragraph (ii) of paragraph (a) of this Regulation. 

Regulation 30 

Electric and Electrohydraulic Steering Gear* 

(a) Passenger Ships and Cargo Ships 
Indicators for running indication of the motors of electric and electro-

hydraulic steering gear shall be installed in a suitable location tothe satisfaction 
of the Administration. 

(b) All Passenger Ships (irrespective of tonnage) and Cargo Ships of 5,000 Tons 
Gross Tonnage and upwards 

(i) Electric and electrohydraulic steering gear shall be served by two 
circuits fed from the main switchboard. One of the circuits may pass 
through the emergency switchboard, if provided. Each circuit shall 
have adequate capacity for supplying all the motors which are 
normally connected to it and which operate simultaneously. If 

* Reference is made to the Recommendation on Steering Gear for Large Ships, adopted 
by the Organization by Resolution A.210(VII). 


